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NATIONAL FOREWORD 

This Indian Standard (Part 2) which is identical with lEC 61508-2 : 2000 "Functional safety of 
electrical/electronic/programmable electronic safety-related systems — Part 2: Requirements for 
electrical/electronic/programmable electronic safety-related systems' issued by the International 
Electrotechnical Commission (lEC) was adopted by the Bureau of Indian Standards on the 
recommendation of the Industrial Process Measurement and Control Sectional Committee and 
approval of the Electrotechnical Division Council. 

The text of lEC Standard has been approved as suitable for publication as an Indian Standard without 
deviations. Certain conventions are, however, not identical to those used in Indian Standards. 
Attention is particularly drawn to the following: 

a) Wherever the words "International Standard' appear referring to this standard, they should 
be read as "Indian Standard'. 

b) Comma (,) has been used as a decimal marker, while in Indian Standards, the current 
practice is to use a point (.) as the decimal marker. 

In this adopted standard, references appear to certain International Standards for which Indian 
Standards also exist. The corresponding Indian Standards, which are to be substituted in their 
respective places, are listed below along with their degree of equivalence for the editions indicated: 



International Standard 

lEC 60050-371 : 1984 International 
Electrotechnical Vocabulary — 
Chapter 371 : Telecontrol 

lEC 61000-1-1 : 1992 Electromagnetic 
compatibility (EMC) — Part 1 : General 
— Section 1: Application and 
interpretation of fundamental 

definitions and terms 

I EC 61508-1 : 1998 Functbnal safety 
of electrical/electronic/programmable 
electronic safety-related systems — 
Part 1 : General requirements 

lEC 61508-3 : 1998 Functional safety 
of electrical/electronic/programmable 
electronic safety-related systems — 
Part 3: Software requirements 

lEC 61508-4 : 1998 Functional safety 
of electrical/electronic/programmable 
electronic safety-related systems — 
Part 4: Definitions and abbreviations 

lEC 61508-5 : 1998 Functional safety 
of electrical/electronic/programmable 
electronic safety-related systems — 
Part 5: Examples of methods for the 
determination of safety integrity levels 



Corresponding Indian Standard 



: 1985 Electrotechnical 
50 Telecontrol {first 



IS 1885 (Part 50) 
vocabulary: Part 
revision). 

IS 14700 (Part 1/Sec 1) : 2000 
Electromagnetic compatibility (EMC): Part 1 
General, Section 1 Application and 
interpretation of fundamental definitions and 
terms 

IS/IEC 61508-1 : 1998 Functional safety of 
electrical/electronic/programmable electronic 
safety-related systems: Part 1 General 
requirements 

IS/IEC 61508-3 : 1998 Functional safety of 
electrical/electronic/programmable electronic 
safety-related systems: Part 3 Software 
requirements 

IS/IEC 61508-4 : 1998 Functional safety of 
electrical/electronic/programmable electronic 
safety-related systems: Part 4 Definitions 
and abbreviations 

IS/IEC 61508-5 : 1998 Functional safety of 
electrical/electronic/programmable electronic 
safety-related systems: Part 5 Examples of 
methods for the determination of safety 
integrity levels 



Degree of 
Equivalence 

Technically 
Equivalent 

Identical 



do 



do 



do 



do 



III 
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International Standard 



lEC 61508-6 : 2000 Functional safety 
of electrical/electronic/programmable 
electronic safety-related systems — 
Part 6: Guidelines on the application of 
lEC 61508-2 and lEC 61508-3 

lEC 61508-7 : 2000 Functional safety 
of electrical/electronic/programmable 
electronic safety-related systems — 
Part 7: Overview of tecliniques and 
measures 



Corresponding Indian Standard 



IS/lEC 61508-6 : 2000 Functional safety of 
electrical/electronic/programmable electronic 
safety-related systems: Part 6 Guidelines on 
tfie application of lEC 61508-2 and lEG 
61508-3 

IS/lEC 61508-7 : 2000 Functional safety of 
electrical/electronic/ programmable electronic 
safety-related systems: Part 7 Overview of 
techniques and measures 



ISO/IEC Guide 51 : 1990" Guidelines IS/ISO/IEC Guide 51 : 2005 Safety aspects 
for the inclusion of safety aspects in — Guidelines for the inclusion in standards 
standards 



Degree of 
Equivalence 

Identical 



do 



Technically 
Equivalent 



The technical committee has reviewed the provisions of the following International Standards referred 
in this adopted standard and has decided that they are acceptable for use in conjunction with this 
standard: 



International Standard 
lEC Guide 104: 1997 



IEEE 352: 1987 



lEC 60300-3-2 : 1993 



IEC61000-2-5:1995 



Title 

Guide to the drafting of safety standards, and the role of Committees with 
safety pilot functions and safety group functions 

IEEE guide for general principles of reliability analysis of nuclear power 
generating station safety systems 

Dependability nnanagement — Part 3: Application guide — Section 2: 
Collection of dependability data from the field 



Electromagnetic compatibility (EMC) — Part 2: Environment 
Classification of electromagnetic environments 



Section 5: 



Only the English language text in the Intemational Standard has been retained while adopting it in this 
Indian Standard, and as such the page numbers given here are not the same as in the lEC Standard. 

For the purpose of deciding whether a particular requirement of this standard is complied with, the 
final value, observed or calculated, expressing the result of a test, shall be rounded off in accordance 
with IS 2 : 1960 'Rules for rounding off numerical values {revised)'. The number of significant places 
retained in the rounded off value should be the same as that of the specified value in this standard. 



'' Since revised In 2005. 
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INTRODUCTION 

Systems comprised of electrical and/or electronic components have been used for many years 
to perform safety functions in most application sectors. Computer-based systems (generically 
referred to as programmable electronic systems (PESs)) are being used in all application 
sectors to perform non-safety functions and, increasingly, to perform safety functions. If 
computer system technology is to be effectively and safely exploited, it is essential that those 
responsible for making decisions have sufficient guidance on the safety aspects on which to 
make those decisions. 

This International Standard sets out a generic approach for all safety lifecycle activities for 
systems comprised of electrical and/or electronic and/or programmable electronic components 
(electrical/electronic/programmable electronic systems (E/E/PESs)) that are used to perform 
safety functions. This unified approach has been adopted in order that a rational and 
consistent technical policy be developed for all electrically based safety-related systems. A 
major objective is to facilitate the development of application sector standards, 

In most situations, safety is achieved by a number of protective systems which may rely on 
many technologies (for example mechanical, hydraulic, pneumatic, electrical, electronic, 
programmable electronic). Any safety strategy must therefore consider not only all the 
elements within an individual system (for example sensors, controlling devices and actuators) 
but also all the safety-related systems making up the total combination of safety-related 
systems. Therefore, while this International Standard is concerned with electrical/electronic/ 
programmable electronic (E/E/PE) safety-related systems, it may also provide a framework 
within which safety-related systems based on other technologies may be considered. 

It is recognised that there is a great variety of E/E/PES applications in a variety of application 
sectors and covering a wide range of complexity, hazard and risk potentials. In any particular 
application, the required safety measures will be dependent on many factors specific to the 
application. This International Standard, by being generic, will enable such measures to be 
formulated in future application sector International Standards. 

This International Standard 

- considers all relevant overall, E/E/PES and software safety lifecycle phases (for example, 
from initial concept, through design, implementation, operation and maintenance to 
decommissioning) when E/E/PESs are used to perform safety functions; 

- has been conceived with a rapidly developing technology in mind; the framework is 
sufficiently robust and comprehensive to cater for future developments; 

- enables application sector International Standards, dealing with safety- related E/E/PESs, 
to be developed; the development of application sector International Standards, within the 
framework of this International Standard, should lead to a high level of consistency (for 
example, of underlying principles, terminology, etc.) both within application sectors and 
across application sectors; this will have both safety and economic benefits; 

- provides a method for the development of the safety requirements specification necessary 
to achieve the required functional safety for E/E/PE safety-related systems; 

- uses safety integrity levels for specifying the target level of safety integrity for the safety 
functions to be implemented by the E/E/PE safety-related systems; 
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- adopts a risk-based approach for the determination of the safety integrity level 
requirements; 

- sets numerical target failure measures for E/E/PE safety-related systems wtiich are linked 
to the safety integrity levels; 

- sets a lower limit on the target failure measures, in a dangerous mode of failure, that can 
be claimed for a single E/E/PE safety-related system; for E/E/PE safety-related systems 
operating in 

- a low demand mode of operation, the lower limit is set at" an average probability of 
failure of 10"^ to perform its design function on demand, 

- a high demand or continuous mode of operation, the lower limit is set at a probability 
of a dangerous failure of 10"^ per hour; 

NOTE A single E/E/PE safety-related system does not necessarily mean a single-channel architecture. 

- adopts a broad range of principles, techniques and measures to achieve functional safety 
for E/E/PE safety-related systems, but does not rely on the concept of fail safe which may 
be of value when the failure modes are well defined and the level of complexity is relatively 
low. The concept of fail safe was considered inappropriate because of the full range of 
complexity of E/E/PE safety-related systems that are within the scope of the standard. 



V» 
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Indian Standard 

FUNCTIONAL SAFETY OF ELECTRICAL7 

ELECTRONIC/PROGRAMMABLE ELECTRONIC 

SAFETY-RELATED SYSTEMS 

PART 2 REQUIREMENTS FOR ELECTRICAUELECTRONIC/PROGRAMMABLE 
ELECTRONIC SAFETY-RELATED SYSTEMS 

1 Scope 

1.1 This part of lEC 61508 

a) is intended to be used only after a thorough understanding of lEC 61508-1, which 
provides the overall framework for the achievement of functional safety; 

b) applies to any safety-related system, as defined by lEC 61508-1, which contains at least 
one electrical, electronic or programmable electronic based component; 

c) applies to all subsystems and their components withm an E/E/PE safety-related system 
(including sensors, actuators and the operator interface); 

d) specifies how to refine the information developed in accordance with lEC 61508-1, 
concerning the overall safety requirements and their allocation to E/E/PE safety-related 
systems, and specifies how the overall safety requirements are refined into E/E/PES 
safety functions requirements and E/E/PES safety integrity requirements; 

e) specifies requirements for activities that are to be applied during the design and 
manufacture of the E/E/PE safety-related systems (i.e. establishes the E/E/PES safety 
lifecycle model), except for software, which is dealt with by lEC 61508-3 (see figures 2 
and 3) - these requirements include the application of techniques and measures, which 
are graded against the safety integrity level, for the avoidance of, and control of, faults 
and failures; 

f) specifies the information necessary for carrying out the installation, commissioning and 
final safety validation of the E/E/PE safety-related systems; 

g) does not apply to the operation and maintenance phase of the E/E/PE safety- related 
systems- this is dealt with in lEC 61508-1 - however, lEC 61508-2 does provide 
requirements for the preparation of information and procedures needed by the user for the 
operation and maintenance of the E/E/PE safety-related systems; 

h) specifies requirements to be met by the organisation carrying out any modification of 
the E/E/PE safety-related systems. 

NOTE 1 This part of lEC 61508 Is mainly directed at suppliers and/or in-company engineering departments, hence 
the inclusion of requirements for modification. 

NOTE 2 The relationship between lEC 61508-2 and lEC 61508-3 is illustrated in figure 3. 

1.2 lEC 61508-1, lEC 61508-2, lEC 61508-3 and lEC 61508-4 are basic safety publications, 
although this status does not apply in the context of low complexity E/E/PE safety-related 
systems (see 3.4.4 of lEC 61508-4). As basic safety publications, they are intended for use by 
technical committees in the preparation of standards in accordance with the principles 
contained in lEC Guide 104 and ISO/IEC Guide 51. lEC 61508 is also intended for use as a 
stand-alone standard. 
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One of the responsibilities of a technical committee is, wherever applicable, to make use of 
basic safety publications in the preparation of its publications. In this context, the 
requirements, test methods or test conditions of this basic safety publication will not apply 
unless specifically referred to or included in the publications prepared by those technical 
committees. 

NOTE 1 The functional safety of an E/E/PE safety-related system can only be achieved when all related 
requirements are met. Therefore, it is important that ail related requirements are carefully considered and 
adequately referenced. 

NOTE 2 In the USA and Canada, until the proposed sector implementation of lEC 61506 (i.e lEC 61511) is 
published as an international standard in the USA and Canada, existing national process safety standards based 
on lEC 61508 (i.e. ANSI/ISA-S84.01) can be applied to the process sector instead of lEC 61503 

1.3 Figure 1 shows the overall framework for parts 1 to 7 of lEC 61508 and indicates the role 
that lEC 61508-2 plays in the achievement of functional safety for E/E/PE safety-related 
systems. Annex A of lEC 61508-6 describes the application of lEC 61508-2 and lEC 61508-3. 
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Figure 1 - Overall framework of lEC 61508 
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2 Normative references 

The following normative documents contain provisions which, through reference in this text, 
constitute provisions of this part of lEC 61508. For dated references, subsequent 
amendments to, or revisions of, any of these publications do not apply. However, parties to 
agreements based on this part of lEC 61508 are encouraged to investigate the possibility of 
applying the most recent editions of the normative documents indicated below. For undated 
references, the latest edition of the normative document referred to applies. Members of lEC 
and ISO maintain registers of currently valid International Standards. 

lEC 60050(371 ).1 984, International Electrotechnical Vocabulary - Chapter 371: Telecontrol 

lEC 60300-3-2:1993, Dependability management - Part 3: Application guide - Section 2: 
Collection of dependability data from the field 

lEC 61000-1-1:1992, Electromagnetic compatibility (EMC) - Part 1: General - Section 1: 
Application and interpretation of fundamental definitions and terms 

lEC 61000-2-5:1995, Electromagnetic compatibility. (EMC) - Part 2: Environment - Section 5: 
Classification of electromagnetic environments - Basic EMC publication 

lEC 61508-1:1998, Functional safety of electrical/electronic/programmable electronic safety- 
related systems - Part 1: General requirements 

lEC 61508-3:1998, Functional safety of electrical/electronic/programmable electronic safety- 
related systems - Part 3: Software requirements 

lEC 61508-4:1998, Functional safety of electrical/electronic/programmable electronic safety- 
related systems - Part 4: Definitions and abbreviations 

lEC 61508-5:1998, Functional safety of electrical/electronic/programmable electronic safety- 
related systems - Part 5: Examples of methods for the determination of safety integrity levels 

lEC 61508-6, Functional safety of electrical/electronic/programmable electronic safety-related 
systems - Part 6: Guidelines on the application of parts 2 and 3 1) 

lEC 61508-7:2000, Functional safety of electrical/electronic/programmable electronic safety- 
related systems - Part 7: Overview of techniques and measures 

lEC Guide 104:1997, The preparation of safety publications and the use of basic safety 
publications and group safety publications 

ISO/IEC Guide 51:1990, Guidelines for the inclusion of safety aspects in standards 

IEEE 352:1987, IEEE guide for general principles of reliability analysis of nuclear power 
generating station safety systems 



'')To be published. 
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3 Definitions and abbreviations 

For the purposes of this part of lEC 61508, the definitions and abbreviations given in 
lEC 61508-4 apply. 

4 Conformance to this standard 

The requirements for conformance to this standard are as detailed in clause 4 of lEC 61508-1. 

5 Documentation 

The requirements for documentation are as detailed in clause 5 of lEC 61508-1 . 

6 Management of functional safety 

The requirements for management of functional safety are as detailed in clause 6 of 
lEC 61508-1. 

7 E/E/PES safety lifecycle requirements 

7.1 General 

7.1.1 Objectives and requirements: General 

7.1.1.1 This subclause sets out the objectives and requirements for the E/E/PES safety 
lifecycle phases. 

NOTE The objectives and requirements for the overall safety lifecycle, together with a general introduction to the 
structure of the standard, are given in lEC 61508-1 

7.1.1.2 For all phases of the E/E/PES safety lifecycle, table 1 indicates 

- the objectives to be achieved; 

- the scope of the phase; 

- a reference to the subclause containing the requirements; 

- the required inputs to the phase; 

- the outputs required to comply with the subclause. 

7.1.2 Objectives 

7.1.2.1 The first objective of the requirements of this subclause is to structure, in a 
systematic manner, the phases in the E/E/PES safety lifecycle that shall be considered in 
order to achieve the required functional safety of the E/E/PE safety-related systems. 

7.1.2.2 The second objective of the requirements of this subclause is to document all 
information relevant to the functional safety of the E/E/PE safety-related systems throughout 
the E/E/PES safety lifecycle. 
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7.1.3 Requirements 

7 13 1 The E/E/PES safety lifecycle that shall be used in claiming conformance with this 
siandard ,s that specified m figure 2. If another E/E/PES safety '[lecycle is used, 't shall be 
specified during functional safety planning (see clause 6 of lEC 61508-1). and all the 
objectives and requirements of each subclause of lEC 61508-2 shall be met 

NOTE The relationship and scope for lEC 61508-2 and lEC 61508-3 are shown in figure 3. 

7.1.3.2 The procedures for management of functional safety (see clause 6 of lEC 61508-1) 
shall run in parallel with the E/E/PES safety lifecycle phases 

7.1.3.3 Each phase of the E/E/PES safety lifecycle shall be divided into elementary 
activities, with the scope, inputs and outputs specified for each phase (see table 1). 

7.1.3.4 Unless justified during functional safety planning, the outputs of each phase of the 
E/E/PES safety lifecycle shall be documented (see clause 5 of lEC 61508-1). 

7.1.3.5 The outputs for each E/E/PES safety lifecycle phase shall meet the objectives and 
requirements specified for each phase (see 7.2 to 7.9). 
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Figure 2 - E/E/PES safety lifecycle (in realisation phase) 
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7.2 E/E/PES safety requirements specification 

NOTE This phase is box 9.1 of figure 2 

7.2.1 Objective 

The objective of the requirements of this subclause is to specify the requirements for each 
E/E/PE safety-related system, in terms of the required safety functions and the required 
safety integrity, in order to achieve the required functional safety. 

NOTE The safety functions may, for example, be required to put the EUC into a safe stale or to maintain a sate 
state 

7.2.2 General requirements 

7.2.2.1 The specification of the E/E/PES safety requirements shall be derived from the 
allocation of safety requirements, specified in 7.6 of lEC 61508-1, and from those 
requirements specified during functional safety planning (see clause 6 of lEC 61508-1). This 
information shall be made available to the E/E/PES developer. 

NOTE Caution should be exercised if non-safety functions and safety functions are implemented in the same 
E/E/PE safety-related system While this is allowed in the standard, it may lead to greater complexity and increase 
the difficulty in carrying out E/E/PE safety life-cycle activities (for example design, validation, functional safety 
assessment and maintenance) 

7.2.2.2 The E/E/PES safety requirements shall be expressed and structured in such a way 
that they are 

a) clear, precise, unambiguous, verifiable, testable, maintainable and feasible; and 

b) w/rilten to aid comprehension by those who are likely to utilise the information at any stage 
of the E/E/PES safety lifecycle. 

7.2.2.3 The specification of the E/E/PES safety requirements shall contain the requirements 
for the E/E/PES safety functions (see 7.2.3.1) and the requirements for E/E/PES safety 
integrity (see 7.2.3.2). 

7.2.3 E/E/PES safety requirements 

7.2.3.1 The E/E/PES safety functions requirements specification shall contain 

a) a description of all the safety functions necessary to achieve the required functional 
safety, which shall, for each safety function, 

provide comprehensive detailed requirements sufficient for the design and 
development of the E/E/PE safety-related systems, 

include the manner in which the E/E/PE safety-related systems are intended to 
achieve or maintain a safe state for the EUC, 

specify whether or not continuous control is required, and for what periods, in 
achieving or maintaining a safe state of the EUC, and 

specify whether the safety function is applicable to E/E/PE safety-related systems 
operating in low demand or high demand/continuous modes of operation; 

b) throughput and response time performance; 

c) E/E/PE safety-related system and operator interfaces which are necessary to achieve the 
required functional safety; 

d) all information relevant to functional safety which may have an Influence on the E/E/PE 
safety-related system design; 

e) all interfaces between the E/E/PE safety-related systems and any other systems (either 
directly associated within, or outside, the EUC); 
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f) all relevant modes of operation of the EUC, including 

preparation for use including setting and adjustment, 

- start-up, teach, automatic, manual, semi-automatic, steady state of operation, 
steady state of non-operation, re-setting, shut-down, maintenance, 

- reasonably foreseeable abnormal conditions; 

NOTE 1 Reasonably foreseeable abnormal conditions are those, reasonably foreseeable to either the 
developers or users 

NOTE 2 Additional safety functions may be required for particular modes of operation (for example setting, 
adjustment or maintenance), to enable these operations to be carried out safely 

g) all required modes of behaviour of the E/E/PE safety-related systems - in particular, 
failure behaviour and the required response (for example alarms, automatic shut-down, 
etc.) of the E/E/PE safety-related systems shall be detailed; 

h) the significance of all hardware/software interactions - where relevant, any required 
constraints between the hardware and the software shall be identified and documented; 

NOTE 3 Where these interactions are not known before finishing the design, only general constraints can be 
stated 

i) limiting and constraint conditions for the E/E/PE safety-related systems and their 
associated subsystems, for example timing constraints; 

j) any specific requirements related to the procedures for starting-up and restarting the 
E/E/PE safety-related systems. 

7.2.3.2 The E/E/PES safety integrity requirements specification shall contain 

a) the safety integrity level for each safety function and, when required (see note 2), the 
required target failure measure for the safety function; 

NOTE 1 The safety integnty level of a safety function determines the target failure measure tor the safety 
function according to lEC 61508-1, tables 2 and 3. 

NOTE 2 The target failure measure of a safety function will need to be specified when the required risk 
reduction for the safety function has been derived using a quantitative method (see lEC 61508-1 , 7.5.2.2). 

b) the mode of operation (low demand or continuous/high demand) of each safety function; 

c) the requirements, constraints, functions and facilities to enable the proof testing of the 
E/E/PE hardware to be undertaken; 

d) the extremes of all environmental conditions that are likely to be encountered during the 
E/E/PES safety lifecycle including manufacture, storage, transport, testing, installation, 
commissioning, operation and maintenance; 

e) the electromagnetic immunity limits (see lEC 61000-1-1) which are required to achieve 
electromagnetic compatibility - the electromagnetic immunity limits should be derived 
taking into account both the electromagnetic environment (see lEC 61000-2-5) and the 
required safety integrity levels; 

NOTE 1 It Is important to recognise that the safety Integrity level is a factor in determining electromagnetic 
immunity limits, especially since the level of electromagnetic disturbance in the environment is subject to a 
statistical distribution. In most practical situations, it is not possible to specify an absolute levei of disturbance, 
only a level which it is expected will not be exceeded in practice (this is the electromagnetic compatibility 
level) Unfortunately, practical difficulties make the p'robability associated with this expectation very hard to 
define Therefore, the immunity limit does not guarantee that the E/E/PE safety-related system will not fail due 
to electromagnetic disturbances, it only provides some level of confidence that such a failure will not occur. 
The actual level of confidence achieved is a function of the immunity limit in relation to the statistical 
distribution of the disturbance levels in the operating environment. For higher safety integrity levels it may be 
necessary to have a higher level of confidence, which means that the margin by which the immunity limit 
exceeds the compatibility levei should be greater for higher safety integrity levels. 
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NOTE 2 Also, guidance may be found In EMC product standards, but it is important to recognise thai higher 
immunity levels than those specified in such stand'ards may be necessary for particular locations or when the 
equipment is intended for use in harsher elect'omagnelic environments 

NOTE 3 In developing the E/E/PES safety requirements specification, the application m v«hich the E/E/PE 
safety-related systems are to be used should be taken into consideration This is particularly important for 
maintenance, where the specified proof test interval should not be less than can be reasonably expected tor 
the particular application For example, the time between services that can be realistically attained for mass- 
produced items used by the public is likely to be greater than in a more controlled application 

7.2.3.3 For the avoidance of mistakes during the specification of the E/E/PES safety 
requirements, an appropriate group of techniques and measures according to table B.1 shall 
be used. 

7.3 E/E/PES safety validation planning 

NOTE This phase is box 9.2 of figure 2 It will normally be earned out in parallel with E/E/PES design and 
development (see 7.4). 

7.3.1 Objective 

The objective of the requirements of this subclause is to plan the validation of the safety of 
the E/E/PE safety-related systems. 

7.3.2 Requirements 

7.3.2.1 Planning shall be carried out to specify the steps (both procedural and technical) that 
are to be used to demonstrate that the E/E/PE safety-related systems satisfy the E/E/PES 
safety requirements specification (see 7.2). 

NOTE See lEC 61508-3 for the validation plan for the software. 

7.3.2.2 Planning for the validation of the E/E/PE safety-related systems shall consider the 
following: 

a) all of the requirements defined in the E/E/PES safety requirements specification; 

b) the procedures to be applied to validate that each safety function is correctly 
implemented, and the pass/fail criteria for accomplishing the tests; 

c) the procedures to be applied to validate that each safety function is of the required safety 
integrity, and the pass/fail criteria for accomplishing the tests; 

d) the required environment in which the testing is to take place including all necessary tools 
and equipment (also plan which tools and equipment should be calibrated); 

e) test evaluation procedures (with justifications); 

f) the test procedures and performance criteria to be applied to validate the specified 
electromagnetic immunity limits; 

NOTE Guidance on the specification of immonlty test limits is given in lEC 61000-2-5 and lEC 61000-4. 

g) policies for resolving validation failure. 
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7.4 E/E/PES design and development 

NOTE This phase is box 9.3 of figure 2. It will normally be carried oui in parallel with E/E/PES safety validation 
planning (see 7 3) 

7.4.1 Objective 

The objective of the requirements of this subclause is to ensure that the design and 
implementation of the E/E/PE safety-related systems meets the specified safety functions and 
safety integrity requirements (see 7.2). 

7.4.2 General requirements 

7.4.2.1 The design of the E/E/PE safety-related system shall be created in accordance with 
the E/E/PES safety requirements specification (see 7.2), taking into account all the 
requirements of 7.4. 

7.4.2.2 The design of the E/E/PE safety-related system (including the overall hardware and 
software architecture, sensors, actuators, prog.'-ammable electronics, embedded software, 
application software, etc), see figure 4, shai! be such as to meet ali of the requirements a) 
to c) as follows: 

a) the requirements for hardware safety integrity comprising 

- the architectural constraints on hardware safety integrity (see 7.4.3.1), and 

- the requirements for the probability of dangerous random hardware failures (see 
7.4.3,2); 

b) the requirements for systematic safety integrity comprising 

the requirements for the avoidance of failures (see 7.4.4), and the requirements for the 
control of systematic faults (see 7.4.5), or 

- evidence that the equipment is 'proven in use" (see 7.4.7.6 to 7.4.7.12), 

c) the requirements for system behaviour on detection of a fault (see 7.4.6). 

NOTE 1 Overall E/E/PES safety mtegnty framework: the overall method for selecting a design approach to 
demonstrate achievemen! of a safety integrity level (for both hardware and systematic safety integrity) in E/E/PE 
s.ifety-related systems is as follows: 

- determine the required safety integrity level (SIL) of the safety functions (see iEC 61508-1 and lEC 61508-5); 

- set hardware safety integrity = systematic safety integrity = SiL (see 7.4.3.2.1); 

- for hardware safety integrity, determine the architecture to meet the architectural constraints (see 7.4.3.1) and 
demonstrate that the probabilities of failure of the safety functions due to random hardwaie failures meet the 
required target failure measures (see 7 4.3 2); 

- for systematic sa'ety integrity, select design features that control (tolerate) systematic faults in actual operation 
(see 7 4 5) or confirm that the 'proven-m-use' requirements have been met (see 7.4 7.6 to 7.4.7.12); and 

- tor systema;.c safety integrity, select techniques and measures that avoid (prevent the introduction of) 
systematic faults during design and deveiooment (see 7,4 4) or confirm that the 'proven-in-use' requirements 
have been met (see 7 4 7 6 to 7 4.7 12) 

!^°I.^.: J!^„5Ii°5?K,!°"!!l"f„ri''!?!^'?_T.®"''' ^°[ '"^ software architecture (see 7.4.2.2); the requirements to 

ne require 

In all cas 

- - develope 

necessary. 
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Architectures shown are 
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Programmable electronics architecture 



PE hardware architecture 



Generic and application specific 
features in PE hardware. 
Examples include 

— diagnostic tests; 

— redundant processors; 

— dual I/O cards. 



PE software architecture (sAw architecture consists 
of embedded s/w and applications s/w) 



PE embedded software 



Examples include 

— communications 
drivers; 

— fault handling; 

— executive software. 



PE applications software 



Examples include 

— input/output functions; 

— derived functions (for 
example sensor checking 
if not provided as a service 
of the embedded software). 



■ly 'eiatea s> 
Key 

PE programmable electronics 

NP non-programmable devices 

H/W hardware 

S/W software 

MooN M out of N (for example loo2 is 1 out of 2) 

Figure 4 - Relationship between the hardware and software architectures 
of programmable electronics 

7.4.2.3 Where an E/E/PE safety-related system is to implennent both safety and non-safety 
functions, then all the hardware and software shall be treated as safety-related unless it can 
be shown that the implementation of the safety and non-safety functions is suffictently 
independent (i.e. that the failure of any non-safety-related functions does not cause a 
dangerous failure of the safety-related functions). Wherever practicable, the safety-related 
functions should be separated from the non-safety-related functions. 

NOTE 1 Sufficient independence of implementation is established by showing that the probability of a dependent 
failure between the non-safety and safety-related parts is sufficiently low in comparison with the highest safety 
integrity level associated with the safety functions involved. 

NOTE 2 Caution should be exercised if non-safety functions and safety functions are implemented m the same 
E/E/PE safety-related system. While this is allowed in the standard, it may lead to greater complexity and increase 
the difficulty in carrying out E/E/PES safety lifecycle activities (for example design, validation, functional safety 
assessment and maintenance). 

7.4.2.4 The requirements for hardware and software shall be determined by the safety 
integrity level of the safety function having the highest safety integrity level unless it can be 
shown that the implementation of the safety functions of the different safety integrity levels is 
sufficiently independent. 
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NOTE 1 Sufficient independence of implementation is established by showing that the probability of a dependent 
failure between the parts implementing safety functions of different integrity levels is sufficiently low in companson 
with the highest safety integrity level associated with the safety functions involved. 

NOTE 2 Where several safety functions are implemented in an E/E/PE safety-related system then it will be 
necessary to consider the possibility that a single fault could cause a failure of several safety functions. In s -^h a 
situation It may be appropriate to determine the requirements for hardware and software on the basis of a higher 
safety Integrity level than is associated with any one of the safety functions, depending on the risk associated with 
such a failure. 

7.4.2.5 When independence between safety functions is required (see 7.4.2.3 and 7.4.2.4) 
then the following shall be documented during the design: 

a) the method of achieving independence; 

b) the justification of the method. 

7.4.2.6 The requirements for safety-related software (see lEC 61508-3) shall be made 
available to the developer of the E/E/PE safety-related system. 

7.4.2.7 The developer of the E/E/PE safety-related system shall review the requirements for 
safety-related software and hardware to ensure that they are adequately specified. In 
particular, the E/E/PES developer shall consider the following: 

a) safety functions; 

b) E/E/PE safety-related system safety integrity requirements; 

c) equipment and operator inte/faces. 

7.4.2.8 The E/E/PE safety-related system design documentation shall specify those 
techniques and measures necessary during the E/E/PES safety lifecycle phases to achieve 
the safety integrity level. 

7.4.2.9 The E/E/PE safety-related system design documentation shall justify the techniques 
and measures chosen to form an integrated set which satisfies the required safety integrity 
level. 

NOTE The adoption of an overall approach employing independent type approval of the E/E/PE safety-related 
systems (including sensors, actuators, etc) for hardware and software, diagnostic tests and programming tools, and 
using appropriate languages for software wherever possible, has the potential to reduce the complexity of E/E/PES 
application engineering. 

7.4.2.10 During the design and development activities, the significance (where relevant) of 
all hardware and software interactions shall be identified, evaluated and documented. 

7.4.2.11 The design shall be based on a decomposition into subsystems with each 
subsystem having a specified design and set of integration tests (see 7.4.7). 

NOTE 1 A subsystem may be considered to compnse a single component or any group of components. A 
complete E/E/PE safety- related system is made up from a number of identifiable and separate subsystems, which 
when put together implement the safety function under consideration. A subsystem can have more than one 
channel. See 7.4.7.3 

NOTE 2 Wherever practicable, existing verified subsystems should be -used in the implementation. This statement 
is generally valid only if there Is almost 100 % mapping of the existing subsystem functionality, capacity and 
performance on to the new requirement or the verified subsystem is structured in such a way that the user is able 
to select only the functions, capacity or performance required for the specific application. Excessive functionality, 
capacity or performance can be detrimental to system safety if the existing subsystem Is overly complicated or has 
unused features and if protection against unintended functions cannot be obtained. 
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7.4.2.12 Where a subsystem has multiple outputs then It is necessary to determine whether 
some combination of output states, which may be caused by a failure of the E/E/PE safety- 
related system, can directly cause a hazardous event (as determined by the hazard and risk 
analysis, see lEC 61508-1, 7.4.2.10). Where this has been established, then the prevention of 
that combination of output states shall be regarded as a safety function operating in the high 
demand/continuous mode of operation (see 7.4.6.3 and 7.4.3.2.5). 

7.4.2.13 De-rating (see lEC 61508-7, A.2.8) shall be used as far as possible for all 
components. Justification for operating any components af their limits shall be documented 
(see lEC 61508-1, clause 5). 

NOTE Where de-rating is appropriate, a derating factor of at least 0,67 should be used. 

7.4.3 Requirements for hardware safety integrity 

NOTE Clause A. 2 of lEC 61508-6 gives an overview of the necessary steps in achieving required hardware safety 
integrity, and shows how this subclause relates to other requirements of this standard 

7.4.3.1 Architectural constraints on hardware safety integrity 

7.4.3.1.1 In the context of hardware safety integrity, the highest safety integrity level that 
can be claimed for a safety function is limited by the hardware fault tolerance and safe failure 
fraction of the subsystems that carry out that safety function (see annex C). Tables 2 and 3 
specify the highest safety integrity level that can be claimed for a safety function which uses a 
subsystem taking into account the hardware fault tolerance and safe failure fraction of that 
subsystem (see annex C). The requirements of tables 2 and 3 shall be applied to each 
subsystem carrying out a safety function and hence every part of the E/E/PE safety-related 
system; 7.4.3.1.2 to 7.4.3.1.4 specify which one of tables 2 and 3 apply to any particular 
subsystem. Subclauses 7.4.3.1.5 and 7.4.3.1.6 specify how the highest safety integrity level 
that can be claimed for a safety function is derived. With respect to these requirements, 

a) a hardware fault tolerance of N means that N+1 faults could cause a loss of the safety 
function. In determining the hardware fault tolerance no account shall be taken of other 
measures that may control the effects of faults such as diagnostics, and 

b) where one fault directly leads to the occurrence of one or more subsequent faults, these 
are considered as a single fault; 

c) in determining hardware fault tolerance, certain faults may be excluded, provided that the 
likelihood of them occurring is very low in relation to the safety integrity requirements of 
the subsystem. Any such fault exclusions shall be justified and documented (see note 3); 

d) the safe failure fraction of a subsystem is defined as the ratio of the average rate of safe 
failures plus dangerous detected failures df the subsystem to the total average failure rate 
of the subsystem (see annex C). 

NOTE 1 The architectural constraints have been included in order to achieve a sufficiently robust architecture, 
taking in^o account the level of subsystem complexity. The hardware safety integrity level for the E/E/PE safety- 
related system, derived through applying these requirements, is the maximum that is permitted to be claimed even 
though, in some cases, a higher safety integrity level could theoretically be derived If a solely mathematical 
approach had been adopted for the E/E/PE safety-related system. 

NOTE 2 The architecture and subsystem derived to meet the hardware fault tolerance requirements is that used 
under normal operating conditions. The fault tolerance requirements may be relaxed while the E/E/PE safety- 
related system is being repaired on-line. However, the key parameters relating to any relaxation must have been 
previously evaluated (for example mean time to restoration compared to the probability of a demand). 
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NOTE 3 This is necessary Decause if a component clearly has a very low probability of failure by virtue of 
properties inherent to i«s design and construction (for example, a triechanical actuator linkage), then it would not 
normally be considered necessary to constrain (on the basis of hardware fault tolerance) the safety integrity of any 
safety function which uses the component. 

7.4.3.1.2 A subsystem (see 7.4.2.11, note 1) can be regarded as type A if, for the 
components required to achieve the safety function 

a) the failure modes of all constituent components are well defined; and 

b) the behaviour of the subsystem under fault conditions can be completely determined; and 

c) there is sufficient dependable failure data from field experience to show that the claimed 
rates of failure for detected and undetected dangerous failures are met (see 7.4.7.3 and 
7.4.7.4). 

7.4.3.1.3 A subsystem (see 7.4.2.11, note i) shall be regarded as type B if, for the 
components required to achieve the safety function, 

a) the failure mode of at least one constituent component is not well defined; or 

b) the behaviour of the subsystem under fault conditions cannot be completely determined; or 

c) there is insufficient dependable failure data from field experience to support claims for 
rates of failure for detected and undetected dangerous failures (see 7.4.7.3 and 7.4.7.4). 

NOTE This means that if at least one of the components of a subsystem itself satisfies the conditions for a type B 
subsystem then that subsystem must be regarded as type B rather than type A. See also 7.4.2.11, note 1 . 

7.4.3.1.4 The architectural constraints of either table 2 or table 3 shall apply to each 
subsystem carrying out a safety function, so that 

a) the hardware fault tolerance requirements shall be achieved for the whole of the E/E/PE 
safety-related system; 

b) table 2 applies for every type A subsystem forming part of the E/E/PE safety-related 
systems; 

NOTE 1 If the E/E/PE safety-related system contains only type A subsystems then the requirements in table 2 will 
apply to the entire E/E/PE safety-related system 

c) table 3 applies for every type B subsystem forming part of the E/E/PE safety-related 
systems; 

NOTE 2 If the E/E/PE safety-related system contains only type B subsystems then the requirements in table 3 will 
apply to the entire E/E/PE safety-related system. 

d) both tables 2 and 3 will be applicable to E/E/PE safety- related systems comprising both 
type A and type B subsystems, since the requirements in table 2 shall apply for the type A 
subsystems and the requirements in table 3 shall apply for the type B subsystems. 
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Table 2 - Hardware saiety integrity: architectural cof^straints 
on type A safety-related subsystems 



Safe failure fraction 


Hardware fault tolerance (see note 2) 





1 


2 


< 60 % 


SIL1 


SIL2 


SIL3 


60 % - ^ 90 % 


SIL2 


SIL3 


SIL4 


90 % - < 99 % 


SIL3 


SIL4 


SIL4 


> 99 % 


SIL3 


SIL4 


SIL4 


NOTE 1 See 7 4.3 1 1 to 7 4 3 14 tor details on mte.preting this table 

NOTE 2 A hardware fault tolerance ol N means that N + 1 faults could 
cause a loss of the safety function 

NOTE 3 See annex C for details of how to calculate safe failure fraction 



Table 3 - Hardware safety integrity: architectural constraints 
on type B safety-related subsystems 



Safe failure fraction 


Hardware fault tolerance (see note 2) 





1 


2 


< 60 % 


Not allowed 


SILI 


SIL2 


60 % - < 90 % 


SILI 


SIL2 


S!L3 


90 % - < 99 % 


SIL2 


SIL3 


SlL4 


> 99 % 


SIL3 


SIL4 


S1L4 


NOTE 1 See 7.4.3 11 to 7 4.3.1.4 for details on interpreting this table 

NOTE 2 A hardware fault tolerance of N means that N + 1 faults could 
cause a loss of the safety function 

NOTE 3 See annex C for details of how to calculate safe failure fraction 



7.4.3.1.5 In E/E/PE safety-related systems where a safety function Is implemented through a 
single channel (such as in figure 5), the maximum hardware safety integrity level that can be 
claimed for the safety function under consideration shall be determined by the subsystem that 
has met the lowest hardware safety integrity level requirements (determined by consideration 
of tables 2 and 3). 

EXAMPLE Assume an architecture in which a particular safety function is performed by a single channel of 
subsystems 1, 2 and 3 as in figure 5 and the subsystems meet the requirements of tables 2 and 3 as follows 

- subsystem 1 achieves the hardware fault tolerance requirements, for a specific safe failure fraction, of SIL1; 

- subsystem 2 achieves the hardware fault tolerance requirements, for a specific safe failure fraction, of SIL2: 

- subsystem 3 achieves the hardware fault tolerance requirements, for a specific safe failure fraction, of SILI 

For this particular architecture, subsystems 1 and 3 are each only able to achieve the hardware fault tolerance 
requirements of SIL1, while subsystem 2 is able to achieve the hardware fault tolerance requirements of S1L2 
Therefore, both subsystem 1 and subsystem 3 restrict the hardware safety integrity level that can be claimed, in 
respect of the hardware fault tolerance, for the safety function under consideration, to just SILI. 
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NOTE 1 The subsystems implementing the safety function will be across the entire E/E/PE safety-related 
system in terms of ranging frtxn ttie sensors to the actuators. 

NOTE 2 For details on interpreting this figure, see the example to 7.4.3.1 .5. 



Figure 5 - Example limitation on hardware safety integrity for 
a single-channel safety function 



7.4.3.1.6 In E/E/PE safety-related systems where a safety function is implemented through 
multiple channels of subsystems (such as in figure 6), the maximum hardware safety integrity 
level that cari be claimed for the safety function under consideration shall be determined by 

a) assessing each subsystem against the requirements of table 2 or 3 (as specified in 
7.4.3.1.2 to 7.4.3.1.4); and 

b) grouping the subsystems into combinations; and 

c) analysing those combinations to determine the overall hardware safety integrity level. 

EXAMPLE The grouping and analysis of these combinations may be carried out in various ways. To illustrate one 
possible method, assume an architecture in wtiich a particular safety function is performed by either a combination 
of subsystems 1 . 2 and 3 or a combination of subsystems 4, 5 and 3, as in figure 6. In this case, the combination of 
subsystems 1 and 2 and the combination of subsystems 4 and 5 have the same functionality as regards the safety 
function, and provide separate inputs into subsystem 3. In this example, the combination of parallel subsystems is 
based on each subsystem implementing the required part of the safety function independent of the other (parallel) 
subsystem The safety function will be performed 

- in the event of a fault in either subsystem 1 or subsystem 2 (because the combination of subsystems 4 and- 5 is 
able to perform the safety function), or 

- in the event of a fault in either subsystem 4 or subsystem 5 (because the combination of subsystems 1 and 2 is 
able to perform the safety function). 

Each subsystem meets the requirements of tables 2 and 3 as follows: 

- subsystem 1 achieves the hardware fault tolerance requirements, for a specific safe failure fraction, of SIL3 

- subsystem 2 achievesthe hardware fault tolerance requirements, for a specific safe failure fraction, of SIL2 

- subsystem 3 achieves the hardware fault tolerance requirements, for a specific safe failure fraction, of SIL2 

- subsystem 4 achieves the hardware fault tolerance requirements, for a specific safe failure fraction, of SIL2 

- subsystem 5 achieves the hardware fault tolerance requirements, for a specific safe failure fraction, of SILI 
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The determination of the maximum haraware safety integrity level that can be claimed, for the safety function under 
consideration, is detailed in the following steps 

a) Combining subsystems I and 2 The hardware fault tolerance and safe failure fraction achieved by the 
combination of subsystems 1 and 2 (each separately meeting the requirements for SIL3 and SIL2 respectively) 
meets the requirements of SIL2 (determined by subsystem 2). 

b) Combining subsystems 4 and 5: The hardware fault tolerance and safe failure fraction achieved by the 
combination of subsystems 4 and S (each separately meeting the requirements for SIL2 and SIL1 respectively) 
meets the requirements of SILI (determined by subsystem 5). 

c) Further combining the combination of subsystems 1 and 2 with the combination of subsystems 4 and 5: The 
hardware safety Integrity level, in respect of the hardware fault tolerance, of the combination of subsystems 1, 
2, 4 and 5 is determined by 

- deciding which of the subsystem combinations (i.e. the combination of subsystems 1 and 2 or the 
combination of subsystems 4 and 5) has achieved the highest claimable hardware safety integnty level (in 
terms of meeting the hardware fault tolerance); and 

- analysing the effect the other subsystem combination has on the hardware fault tolerance for the 
combination of subsystems 1 , 2, 4 and 5. 

In this example, the combination of subsystems 1 and 2 has a maximum allowable claim of SIL2 (see a) above) 
while the combination of subsystems 4 and 5 has a maximum allowable claim of SIL1 (see b) above) However, 
in the event of a fault occurring in the combination of subsystems 1 and 2, the safety function could be 
performed by the combination of subsystems 4 and 5. To take account of this effect, the hardware fault 
tolerance achieved by the combination of subsystems t and 2 is increased by 1. Increasing the hardware fault 
tolerance by 1 has the effect of increasing the hardware safety integrity level that can be claimed by 1 (see 
tables 2 and 3). Therefore, the combination of subsystems 1. 2, 4 and 5 has a maximum claimable hardware 
safety Integrity level, with respect to the hardware fault tolerance and safe failure fraction, of SIL3 (i e the 
hardware safety integrity level achieved by the combination of subsystems 1 and 2 (which was SIL2) plus 1). 

d) The complete E/E/PE safety-related system: The hardware safety integrity level, in respect of the hardware 
fault tolerance, that can be claimed for the safety function under consideration, is determined by analysing the 
combination of subsystems 1, 2. 4 and 5 (which achieved the fault tolerance requirements of SIL3 (see c)) and 
subsystem 3 (which achieved the fault tolerance requirements of SIL2) It is the subsystem that has achieved 
the lowest hardware safety integnty level requirements, in this case subsystem 3, which determines the 
maximum hardware safety integrity level for the complete E/E/PE safety-related system Therefore, for this 
example, the maximum hardware safety integrity level, in respect of the hardware fault tolerance, that can be 
achieved for the safety function, is SIL2. 
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NOTE 1 Subsystems 1 and 2 and subsystems 4 and 5 have the same functionality as regards implementing the 
safety function, and provide separate inputs into sut)system 3. 

NOTE 2 The subsystems implementing the safety function will be across the entire E/E/PE safety-related system 
in temis of ranging from the sensors to the actuators. 

NOTE 3 For details on interpreting this figure, see the exannple to 7.4.3.1 .6. 



Figure 6 - Example limitation on hardware safety integrity for a multiple-channel safety function 
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7.4.3.2 Requirements fur estimating the probability of failure of safety functions due 
to random hardware failures 

7.4.3.2.1 The probability of failure of each safety function due to random hardware failures, 
estimated according to 7.4.3.2.2 and 7.4.3.2.3, shall be equal to or less than the target failure 
measure as specified in the safety requirements specification (see 7.2.3.2). 

NOTE 1 In the case of a safety function operating in the low demand mode of operation, the target failure 
measure will be expressed In terms of the average probability of failure to perform its design function on demand, 
as determined by the safety integrity level of the safety function (see lEC 61506-1, table 2). unless there is 
a requirement in the E/E/PES safety integrity requirements specification (see 7 2.3.2) for the safety function to 
meet a specific target failure measure, rather than a specific SIL For example, when a target failure measure of 
1,5 X 10"^ (probability of failure on demand) is specified in order to meet the required risk reduction, then the 
probability of failure on demand of the safety function due to random hardware fallutes will need to be equal to or 
less than 1,5 x 10^^. 

NOTE 2 In the case of a safety function operating In the high demand/continuous mode of operation, the target 
failure measure will be expressed in terms of the average probability of a dangerous failure per hour, as 
determined by the safety Integnty level of the safety function (see lEC 61508-1, table 3), unless there is 
a requirement In the E/E/PES safety Integrity requirements specification (see 7 2.3.2) for the safety function to 
meet a specific target failure measure, rather than a specific SIL. For example, when a target failure measure of 
1,5 X 10~^ (probability of failure of dangerous failure per hour) Is specified In order to meet the required nsk 
reduction, then the probability of failure of the safety function due to random hardware failures will need to be 
equal to or less than 1 ,5 x 10~^ dangerous failures per hour. 

NOTE 3 In order to demonstrate that this has been achieved It Is necessary to carry out a reliability prediction for 
the relevant safety function using an appropriate technique (see 7.4.3.2.2) and compare the result to the 
target failure measure of the safety integrity requirement for the relevant safety function (see lEC 61508-1, tables 2 
and 3). 

7.4.3.2.2 The probability of failure of each safety function, due to random hardware failures 
shall be estimated taking Into account 

a) the architecture of the E/E/PE safety-related system as it relates to each safety function 
under consideration; 

NOTE 1 This Involves deciding which failure modes of the subsystems are in a series configuration (i.e. any 
failure causes failure of the relevant safety function to be carried out) and which are in a parallel configuration 
(i.e. co-incident failures are necessary for the relevant safety function to fail). 

b) the estimated rate of failure of each subsystem in any modes which would cause a 
dangerous failure of the E/E/PE safety-related system but which are detected by 
diagnostic tests (see 7.4.7.3 and 7.4.7.4); 

c) the estimated rate of failure of each subsystem in any modes which would cause a 
dangerous failure of the E/E/PE safety-related system which are undetected by the 
diagnostic tests (see 7.4.7.3 and 7.4.7.4); 

d) the susceptibility of the E/E/PE safety-related system to common cause failures (see 
notes 2 and 11); 

NOTE 2 For example, see lEC 61508-6, annex D. 

e) the diagnostic coverage of the diagnostic tests (determined according -to annex C) and the 
associated diagnostic test interval; 

NOTE 3 The diagnostic test Interval and the subsequent time for repair together constitute the mean time for 
restoration which will be considered in the reliability model. Also, for E/E/PE safety-related systems operating 
in high demand or continuous mode of operation where any dangerous failure of a channel results in a 
dangerous failure of the E/E/PE safety-related system, the diagnostic test Interval will need to be considered 
directly (i.e. In addition to the mean time to restoration) in the reliability model if it is not at least a magnitude 
less than the expected demand rate (see 7.4.3.2.5). 

NOTE 4 When establishing the diagnostic test interval, the intervals between all of the tests which contribute 
to the diagnostic coverage will need to be considered. 

f) the intervals at which proof tests are undertaken to reveal dangerous faults wnich are 
undetected by diagnostic tests; 
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g) the repair times for detected failures; 

NOTE 5 The repair time will constitute one part of the mean time to restoration (see lEV 19l;13-08), which 
will also include the time taken to detect a failure and any time period during which repair is not possible (see 
I EC 61508-6 annex B for an example of how the mean time to restoration can be used to calculate the 
probability of failure). For situations where the repair can only be carried out during a specific period of time, 
for example while the EUC is shut down and in a safe state, it is particularly important that full account is 
taken of the time period when no repair can be carried out, especially when this is relatively large. 

h) the probability of undetected failure of any data communication process (see note 11 
and 7.4.8.1). 

NOTE 6 lEC 61508-6, annex B describes a simplified approach which may be used to estimate the probability 
of dangerous failure of a safety function due to random hardware failures in order to determine that an 
architecture meets the required target failure measure. 

NOTE 7 lEC 61508-6, annex A, A. 2 gives an overview of the necessary steps in achieving required hardware 
safety integrity, and shows how this subclause relates to other requirements of this standard. 
NOTE 8 It is necessary to quantify separately for each safety function the reliability of the E/E/PE safety- 
related systems because different component failure modes will apply and the architecture of the E/E/PE 
safety-related systems (in terms of redundancy) may also vary. 

NOTE 9 A number of modelling methods are available and the most appropriate method is a matter for the 
analyst arrd will depend-on the circumstances. Available methods include: 

cause consequence analysis (see B.6.6.2 of lEC 61508-7); 

fault tree analysis (see B.6.6.5 of lEC 61508-7); 

- Markov models (see C.6.4 of lEC 61508-7); 

reliability block diagrams (see C.6.5 of lEC 61508-7). 

NOTE 10 The mean time to restoration (see lEV 191-13-08) which is considered in the reliability model will 
need to take into account the diagnostic test interval, the repair time and any other delays prior to restoration. 

NOTE 1 1 Failures due to common cause effects and data communication processes may result from effects 
other than actual failures of hardware components (e.g. electromagnetic interference, decoding errors, etc). 
However, such failures are considered, for the purposes of this standard, as random hardware failures. 

7.4.3.2.3 The diagnostic test interval of any subsystem having a hardware fault tolerance of 
more than zero shall be such as to enable the E/E/PE safety-related system to meet the 
requirement for the probability of random hardware failure (see 7.4.3.2.1). 

7.4.3.2.4 The diagnostic test interval of any subsystem having a hardware fault tolerance of 
zero, on which a safety function is entirely dependent (see note 1), and which is only 
implementing safety function(s) operating in the low demand mode, shall be such as to enable 
the E/E/PE safety-related system to meet the requirement for the probability of random 
hardware failure (see 7.4.3.2.1). 

NOTE 1 A safety function is considered to be entirely dependent on a subsystem If a failure of the subsystem 
causes a failure of the safety function in the E/E/PE safety-related system under consideration, and the safety 
function has not also been allocated to another safety-related system (see lEC 61508-1, 7.6). 

NOTE 2 When there Is a possibility that some combination of output states of a subsystem can directly cause a 
hazardous event (as determined by the hazard and risk analysis, see lEC 61508-1, 7.4.2.10) and when the 
combination of output states in the presence of a fault In the subsystem cannot be determined (for example, in the 
case of Type B subsystems), then it will be.necessary to regard the detection of dangerous faults in the subsystem 
as a safety function operating In the high demand/continuous mode and the requirements of 7.4.6.3 and 7.4.3.2.5 
will apply. 
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7.4.3.2.5 The diagnostic test interval of any subsystem having a hardware fault tolerance of 
zero, on which a safety function is entirely dependent (see note 1), and which is implementing 
any safety function operating in the high/continuous mode (see note 2), shall be such that the 
sum of the diagnostic test interval and the time to perform the specified action (fault reaction) 
to achieve or maintain a safe state (see 7.2.3.1 g)) is less than the process safety time. The 
process safety time is defined as the period of time between a failure occurring in the EUC or 
the EUC control system (with the potential to give rise to a hazardous event) and the 
occurrence of the hazardous event if the safety function is not performed. 

NOTE 1 A safety function is considered to be entirely dependent on a subsystem if a failure of the subsystem 
causes a failure of the safety function in the E/E/PE safety-related system under consideration, and the safety 
function has not also been allocated to another safety-related system (see lEC 61508-1, 7.6). 

NOTE 2 In the case of a subsystem implementing particular safety function where the ratio of the diagnostic test 
rate to the demand rate exceeds 100, then the subsystem can be treated as If it is implementing a safety function 
operating in the low demand mode (see 7.4.3.2.4), provided that the safety function Is not preventing a combination 
of output states which could lead to a hazardous event (see note 3). 

NOTE 3 If the safety function is to prevent a particular combination of output states which could directly cause a 
hazardous event, then it will always be necessary to regard such a safety function as operating in the 
high/continuous mode (see 7.4.2.12). 

7.4.3.2.6 If, for a particular design, the target failure measure of the safety integrity 
requirement for the relevant safety function is not achieved then 

- determine the critical components, subsystems and/or parameters; 

- evaluate the effect of possible improvement measures on the critical components, 
subsystems or parameters (for example, more reliable components, additional defences 
against common mode failures, increased diagnostic coverage, increased redundancy, 
reduced proof test interval, etc); 

- select and implement the applicable improvements; 

- repeat the necessary steps to establish the new probability of a hardware failure. 

7.4.4 Requirements for the avoidance of failures 

NOTE Clauses 7.4.4.1 to 7.4.4.6 do not apply in the case of a subsystem which meets the requirements to be 
considered as "proven in use" (see 7.4.7.6 to 7.4.7,12). 

7.4.4.1 An appropriate group of techniques and measures shall be used that are designed to 
prevent the introduction of faults during the design and development of the hardware of the 
E/E/PE safety-related system (see table B.2). 

7.4.4.2 In accordance with the required safety integrity level the design method chosen shall 
possess features that facilitate 

a) transparency, modularity and other features which control complexity; 

b) clear and precise expression of 

- functionality, 

- subsystem interfaces, 

- sequencing and time-related information, 

- concurrency and synchronisation; 

c) clear and precise documentation and communication of information; 

d) verification and validation. 
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7.4.4.3 Maintenance requirements, to ensure the safety integrity of the E/E/PE safety-related 
systems is kept at the required level, shall be formalised at the design stage. 

7.4.4.4 Where applicable, automatic testing tools and integrated development tools shall be 
used. 

7.4.4.5 During the design, E/E/PES integration tests shall be planned. Documentation of the 
test planning shall include 

a) the types of tests to be performed and procedures to be followed; 

b) the test environment, tools, configuration and programs; 

c) the pass/fail criteria. 

7.4.4.6 During the design, those activities which can be carried out on the developer's 
premises shall be distinguished from those that require access to the user's site. 

7.4.5 Requirements for the control of systematic faults 

NOTE Clauses 7.4.5.1 to 7 4 5.3 do not apply in the case of a subsystem which meets the requirements to be 
considered as "proven in use" (see 7.4.7.6 to 7.4 7.12). 

7.4.5.1 For controlling systematic faults, the E/E/PES design shall possess design features 
that make the E/E/PE safety-related systems tolerant against 

a) any residual design faults in the hardware, unless the possibility of hardware design faults 
can be excluded (see table A. 16); 

b) environmental stresses, including electromagnetic disturbances (see table A.I 7); 

c) mistakes made by the operator of the EUC (see table A. 18); 

d) any residual design faults in the software (see 7.4.3 of lEC 61508-3 and associated table); 

e) errors and other effects arising from any data communication process (see 7.4.8). 

7.4.5.2 Maintainability and testability shall be considered during the design and development 
activities in order to facilitate implementation of these properties in ttie final E/E/PE safety- 
related systems. 

7.4.5.3 The design of the E/E/PE safety-related systems shall take into account human 
capabilities and limitations and be suitable for the actions assigned to operators and 
maintenance staff. The design of all interfaces shall follow good human-factor practice and 
shall accommodate the Itkely level of training or awareness of operators, for example in mass- 
produced E/E/PE safety-related systems where the operator is a member of the public. 

NOTE 1 The design goal should be that foreseeable critical mistakes made by operators or maintenance staff are 
prevented or eliminated by design wherever possible, or that the action requires secondary confirmation before 
completion. 

NOTE 2 Some mistakes made by operators or maintenance staff may not be recoverable by E/E/PE safety-related 
systems, for example if they are not detectable or realistically recoverable except by direct inspection, such as 
some mechanical failures in the EUC 
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7.4.6 Requirements for system behaviour on detection of a fault 

7.4.6.1 The detection of a dangerous fault (by diagnostic tests, proof tests or by any other 
means) in any subsystem which has a hardware fault tolerance of more than zero shall result 
in either 

a) a specified action to achieve or maintain a safe state (see note), or 

b) the isolation of the faulty part of the subsystem to allow continued safe operation of the 
EUC whilst the faulty part is repaired. If the repair is not completed within the mean time 
to restoration (MTTR) assumed in the calculation of the probability of random hardware 
failure (see 7.4.3.2.2), then a specified action shall take place to achieve or maintain a 
safe state (see note). 

NOTE The specified action (fault reaction) required to achieve or maintain a safe state will be specified in the 
E/E/PES safety requirements (see 7.2.3 1). It may consist, for example, of the safe shut-down of the EUC. or that 
part.of the EUC which relies, for risk reduction, on the faulty subsystem 

7.4.6.2 The detection of a dangerous fault (by diagnostic tests, proof tests or by any other 
means) in any subsystem having a hardware fault tolerance of zero and on which a safety 
function is entirely dependent (see note 1) shall, in the case that the subsystem is used only 
by safety function(s) operating in the low demand mode, result in either 

a) a specified action to achieve or maintain a safe state, or 

b) the repair of the faulty subsystem within the mean time to restoration (MTTR) period 
assumed in the calculation of the probability of random hardware failure (see 7.4.3.2.2). 
During this time the continuing safety of the EUC shall be ensured by additional measures 
and constraints. The risk reduction provided by these measures and constraints shall be 
at least equal to the risk reduction provided by the E/E/PE safety-related system in the 
absence of any faults. The additional measures and constraints shall be specified in the 
E/E/PES operation and maintenance procedures (see 7.6). If the repair is not undertaken 
within the specified mean time to restoration (MTTR), then a specified action shall be 
performed to achieve or maintain a safe state (see note 2). 

NOTE 1 A safety function is considered to be entirely dependent on a subsystem if a failure of the subsystem 
causes a failure of the safety function m the E/E/PE safety-related system under consideration, and the safety 
function has not also been allocated to another safety-related system (see lEC 61508-1, 7.6) 

NOTE 2 The specified action (fault reaction) required to achieve or maintain a safe state will be specified in the 
E/E/PES safety requirements (see 7 2 3,1) It may consist, for example, of the safe shut-down of the EUC, or that 
part of the EUC which relies, for risk reduction, on the faulty subsystem. 

7.4.6.3 The detection of a dangerous fault (by diagnostic tests, proof tests or by any other 
means) in any subsystem having a hardware fault tolerance of zero, and on which a safety 
function is entirely dependent (see note 1) shall, in the case of a subsystem which is 
implementing any safety function(s) operating in the high/continuous demand mode (see 
notes 2, 3), result in a specified action to achieve or maintain a safe state (see note 3). 

NOTE 1 A safety function is considered to be entirely dependent on a subsystem if a failure of the subsystem 
causes a failure of the safety function in the E/E/PE safety-related system under consideration, and the safety 
function has not also been allocated to another safety-related system (see lEC 61508-1, 7.6). 

NOTE 2 When there Is a possibility that some combination of output states of a subsystem can directly cause a 
hazardous event (as determined by the hazard and risk analysis, (see 7.4.2.12)) and when the combination of 
output states in the presence of a fault in the subsystem cannot be determined (for example, in the case of Type B 
subsystems), then it will be necessary to regard the detection of dangerous faults in the subsystem as a safety 
function operating in the high demand/continuous mode and the requirements of 7.4.6 3 and 7 4 3 2.5 will apply 
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NOTE 3 The specified action (fault reaction) required to achieve or maintain a safe state will be specified in the 
E/E/PES safety requirements (see 7.2.3.1). It may consist, for example, of the safe shut-down of the EUC. or that 
part of the EUC which relies, for risk reduction, on the faulty subsystem. 

7.4.7 Requirements for E/E/PES implementation 

7.4.7.1 The E/E/PE safety-related system shall be implemented according to the E/E/PES 
design. 

7.4.7.2 All subsystems which are used by one or more safety functions shall be identified 
and documented as safety-related subsystems. 

7.4.7.3 The following information shall be available for each safety-related subsystem (see 
also 7.4.7.4): 

a) a functional specification of those functions and interfaces of the subsystem which can be 
used by safety functions; 

b) the estimated rates of failure (due to random hardware failures) in any modes which would 
cause a dangerous failure of the E/E/PE safety-related system, which are detected by 
diagnostic tests (see 7.4.7.4); 

c) the estimated rates of failure (due to random hardware failures) in any modes which would 
cause a dangerous failure of the E/E/PE safety- related system, which are undetected by 
diagnostic tests (see 7.4.7.4); 

d) any limits on the environment of the subsystem which should be observed in order to 
maintain the validity of the estimated rates of failure due to random hardware failures; 

e) any limit on the lifetime of the subsystem which should not be exceeded in order to 
maintain the validity of the estimated rates of failure due to random hardware failures; 

f) any periodic proof test and/or maintenance requirements; 

g) the diagnostic coverage derived according to annex C (when required, see note 1) 
h) the diagnostic test interval (when required, see note 1); 

NOTE 1 Items g) and h) above relate to diagnostic tests which are internal to the subsystem. This information 
is only required when credit is claimed for the action of the diagnostic tests performed in the subsystem In the 
reliability model of the E/E/PE safety-related system (see 7.4.3.2.2). 

i) any additional information (for example repair times) which is necessary to allow the 
derivation of a mean time to restoration (MTTR) following detection of a fault by the 
diagnostics; 

NOTE 2 Items b) to i) are needed to allow the probability of failure on demand, or the probability of failure per 
hour of the safety function to be estimated (see 7.4.3.2.2). 

NOTE 3 Items b), c), g), h) and i) are only required as separate parameters for subsystems such as sensors 
and actuators which may be combined in reduadant architectures to improve hardware safety integrity. For 
items such as logic solvers which will not themselves be combined in redundant architectures In the E/E/PE 
safely- related system, it is acceptable to specify performance in terms of probability of failure on demand, or 
probability of dangerous failure per hour taking into account items b), c), g), h) and I). For such items it will 
also be necessary to establish the proof test interval for failures which are undetected. 

j) all information which is necessary to enable the derivation of the safe failure fraction 
(SFF) of the subsystem as applied in the E/E/PE safety-related system, determined 
according to annex C; 

k) the hardware fault tolerance of the subsystem; 

NOTE 4 Items j) and k) are needed to determine the highest safety integrity level that can be claimed tor a 
safety function according to the architectural constraints (see 7.4.3.1). 
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I) any limits on the application of the subsystem which should be observed in order to avoid 
systematic failures; 

m) the highest safety integrity level that can be claimed for a safety function which uses the 
subsystem on the basis of 

- measures and techniques used to prevent systematic faults being introduced during 
the design and implementation of the hardware and software of the subsystem (see 
7.4.4.1 and 7.4 of lEC 61508-3), 

- the design features which make the subsystem tolerant against systematic faults (see 
7.4.5.',); 

NOTE 5 This is not required in the case of those subsystems which are considered to have been proven in 
use (see 7.4.7.5) 

n) any information which is required to identify the hardware and software configuration of 
the subsystem in order to enable the configuration management of the E/E/PE safety- 
related system in accordance with lEC 61508-1, 6.2.1. 

o) documentary evidence that the subsystem has been validated. 

7.4.7.4 The estimated rates of failure, due to random hardware failures, for subsystems (see 
7.4.7.3 b) and c)) can be determined either 

a) by a failure modes and effects analysis of the design using component failure data from a 
recognised industry source, 

NOTE 1 Any failure rate data used should have a confidence level of at least 70 % The statistical 
determination of confidence level is defined in IEEE 352- An equivalent term, significance level, is used in 
lEC 61164. 

NOTE 2 If site-specific failure data are available then this is preferred. It this is not the case then generic 
data may have to be used. 

NOTE 3 Although a constant failure rate is assumed by most probabilistic estimation methods this only 
applies provided that the useful lifetime of components Is not exceeded. Beyond their useful lifetime (i.e. as 
the probability of failure significantly Increases with time) the results of most probabilistic calculation methods 
are therefore meaningless. Thus any probabilistic estimation should include a specification of the components' 
useful lifetimes. The useful lifetime is highly dependent on the component itself and its operating conditions - 
temperature in particular (for example, electrolyte capacitors can be very sensitive) Experience has shown 
that the useful lifetime often lies within a range of 8. to 12 years. It can, however, be significantly less if 
components are operated near to their specification limits. Components with longer useful lifetimes tend to be 
considerably more expensive,. 

or 

b) from experience of the previous use of the subsystem in a similar environment (see 
7.4.7.9). 

7.4.7.5 In tne case of a subsystem which is regarded as proven in use (see 7.4.7.6), then 
information regarding the measures and techniques for the prevention and control of 
systematic faults (see 7.4.7.3 m)) is not required. 

7.4.7.6 A previously developed subsystem shall only be regarded as proven in use when it 
has a clearly restricted functionality and when there is adequate documentary evidence which 
is based on the previous use of a specific configuration of the subsystem (during which time 
all failures have been formally recorded, see 7.4.7.10), and which takes into account any 
additional analysis or testing, as required (see 7.4.7.8). The documentary evidence shall 
demonstrate that the likelihood of any failure of the subsystem (due to random hardware and 
systematic faults) in the E/E/PE safety-related system is low enough so that the required 
safety integrity level{s) of the safety function(s) which use the subsystem is achieved. 
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7.4.7.7 The documentary evidence required by 7.4.7.6 shall demonstrate that the previous 
conditions of use (see note) of the specific subsystem are the same as, or sufficiently close 
to, those which will be experienced by the subsystem in the E/E/PE safety-related system, in 
order to determine that the likelihood of any unrevealed systematic faults is low enough so 
that the required safety integnty level(s) of the safety function(s) which use the subsystem is 
achieved. 

NOTE The conditions of use (operational profile) include all the factors which may influence the likelihood of 
systematic faults in the hardware and software of the subsystem. For example, environment, modes of use, 
functions performed, configuration, interfaces to other systems, operating system, translator, human factors. 

7.4.7.8 When there is any difference between the previous conditions of use and those 
which will be experienced in the E/E/PE safety-related system, then any such difference(s) 
shall be identified and there shall be an explicit demonstration, using a combination of 
appropriate analytical methods and testing, in order to determine that the likelihood of any 
unrevealed systematic faults is low enough so that the required safety integrity level(s) of the 
safety function(s) which use the subsystem is achieved. 

7.4.7.9 The documentary evidence required by 7.4.7.6 shall establish that the extent of 
previous use of the specific configuration of the subsystem (in terms of operational hours), is 
sufficient to support the claimed rates of failure on a statistical basis. As a minimum, sufficient 
operational time is required to establish the claimed failure rate data to a single-sided lower 
confidence limit of at least 70 % (see lEC 61508-7, annex D and IEEE 352). An operational 
time of any individual subsystem of less than one year shall not be considered as part of the 
total operational time in the statistical analysis (see note). 

NOTE The necessary time, in terms of operational hours, required to establish the claimed rates of failure may 
result from the operation of a number of identical subsystems, provided that failures from all the subsystems have 
oeen effectively detected and reported (see 7,4.7.10). If, for example, 100 subsystems each work fault-free for 
10,000 h, then the total time of fault-free operation may be considered as 1,000,000 h. In this case, each 
subsystem has been in use for over a year and the operation therefore counts towards the total number of 
operational hours considered. 

7.4.7.10 Only previous operation where all failures of the subsystem have been effectively 
detected and reported (for example, when failure data has been collected in accordance with 
the recommendations of lEC 60300-3-2) shall be taken into account when determining 
whether the above requirements (7.4.7.6 to 7.4.7.9) have been met. 

7.4.7.11 The following factors shall be taken into account when determining whether or not 
the above requirements (7.4.7.6 to 7.4.7.9) have been met, in terms of both the coverage and 
degree of detail of the available information (see also 4.1 of lEC 61508-1): 

a) the complexity of the subsystem; 

b) the contribution made by the subsystem to the risk reduction; 

c) the consequence associated with a failure of the subsystem; 

d) the novelty of design. 

7.4.7.12 The application of a "proven-.in-use" safety- related subsystem in the E/E/PE safety- 
related system should be restricted to those functions and interfaces of the subsystem which 
meet the relevant requirements (see 7.4.7.6 to 7.4.7.10). 

NOTE The measures 7 4.7.4 to 7 4.7 12 are also applicable for subsystems which contain software. In this case it 
has to be assured tharthe subsystem performs in its safety related application only that function for which 
evidence of trie required safety integrity is given. See also 7.4.2.1 1 of lEC 61508-3 



28 



IS/1EC 61508-2 : 2000 



7.4.8 Requirements for data communications 

7.4.8.1 When any form of data communication is used in tfie implementation of a safety 
function thien the probability of undetected failure of the communication process shall be 
estimated taking into account transmission errors, repetitions, deletion, insertion, i-e- 
sequencing, corruption, delay and masquerade (see also 7.4.8.2). This probability shall be 
taken into account when estimating the probability of dangerous failure of the safety function 
due to random hardware failures (see 7.4.3.2.2). 

NOTE The term masquerade means that the true contents of a message are not correctly identified. For example, 
a message from a non-safety component is incorrectly identified as a message from a safety component 

7.4.8.2 In particular, the following parameters shall be taken into account when estimating 
the probability of failure of the safety function due to the communication process: 

a) the residual error rate (see lEV 371-08-05); 

b) the rate of residual information loss (see lEV 371-08-09); 

c) the limits, and variability, of the rate of information transfer (bit rate); 

d) the limits, and variability, of the information propagation delay time. 

NOTE 1 It can be shown that the probability of a dangerous failure per hour is equal to the quotient of the residual 
error probability and the message length (in bits) multiplied by the bus transmission rate for safety-related 
messages and a factor of 3600. 

NOTE 2 Further information can be found in lEC 60870-5-1 and in EN 50159-1 and EN 50159-2. 

7.5 E/E/PES integration 

NOTE This phase is box 9.4 of figure 2. 

7.5.1 Objective 

The objective of the requirements of this subclause is to integrate and test the E/E/PE safety- 
related systems. 

7.5.2 Requirements 

7.5.2.1 The E/E/PE safety-related systems shall be integrated according to the specified 
E/E/PES design and shall be tested according to the specified E/E/PES integration tests (see 
7.4.2.11). 

7.5.2.2 As part of the integration of all modules into the E/E/PE safety-related systems, the 
E/E/PE safety-related systems shall be tested as specified (see 7.4). These tests shall show 
that all modules interact correctly to perform their intended function and are designed not to 
perform unintended functions. 

NOTE 1 This does not impfy testing of all input combinations. Testing all equivalence classes (see B.5.2 of 
lEC 61508-7) may suffice. Static analysis (see B.6.4 of lEC 61508-7), dynamic analysis (see B.6 5 of lEC 61508-7) 
or failure analysis (see B.6.6 of lEC 61508-7) may reduce the number of lest cases to an acceptable level In case 
of development according to the rules leading to structured design (see B.3.2 of 61508-7), or semi-formal methods 
(see B.2.3 of 61508-7), the requirements are easier to fulfil than if not. 

NOTE 2 Where the development uses formal methods (see B.2.2 of lEC 61508-7) or formal proofs or assertions 
(see C.5.13 and C.3.3 of 61508-7), such tests may be reduced in scope. 
NOTE 3 Statistical evidence may be used as well (see B.5.3 of lEC 61508-7). 

7.5.2.3 The integration of safety-related software into the PES shall be carried out according 
to 7.5 of lEC 61508-3. 
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7.5.2.4 Appropriate documentation of the integration testing of the E/E/PE safety-related 
systems shall be produced, stating the test results and whether the objectives and criteria 
specified during the design and development phase have been met. If there is a failure, the 
reasons for the failure and its correction shall be documented. 

7.5.2.5 During the integration and testing, any modifications or change to the E/E/PE 
safety-related systems shall be subject to an impact analysis which shall identify all 
components affected and the necessary re-verification activities. 

7.5.2.6 The E/E/PES integration testing shall document the following Information: 

a) the version of the test specification used; 

b) the criteria for acceptance of the integration tests; 

c) the version of the E/E/PE safety-related systems being tested; 

d) the tools and equipment used along with calibration data; 

e) the results of each test; 

f) any discrepancy between expected and actual results; 

g) the analysis made and the decisions taken on whether to continue the test or issue a 
change request, in the case when discrepancies occur. 

7.5.2.7 For the avoidance of faults during the E/E/PES integration, an appropriate group of 
techniques and measures according to table B.3 shall be used. 

7.6 E/E/PES operation and maintenance procedures 

NOTE This phase is box 9.5 of figure 2. 

7.6.1 Objective 

The objective of the requirements of this subclause is to develop procedures to ensure that 
the required functional safety of the E/E/PE safety-related systems is maintained during 
operation and maintenance. 

7.6.2 Requirements 

7.6.2.1 E/E/PES operation and maintenance procedures shall be prepared which shall 
specify the following: 

a) the routine actions which need to be carried out to maintain the "as-designed" functional 
safety of the E/E/PE safety-related systems, including routine replacement of components 
with a pre-defined life, for example cooling fans, batteries, etc.; 

b) the actions and constraints that are necessary (for example, during installation, start-up, 
normal operation, routine testing, foreseeable disturbances, faults or failures, and shut- 
down) to prevent an unsafe state and/or reduce the consequences of a hazardous event; 

c) the documentation which needs to be maintained on system failure and demand rates on 
the E/E/PE safety-related systems; 

d) the documentation which needs to be maintained showing results of audits and tests on 
the E/E/PE safety-related systems; 
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e) the maintenance procedures to be followed when faults or failures occur in the E/E/PE 
safety- related systems, including 

- procedures for fault diagnoses and repair, 

- procedures for revalidation, 
maintenance reporting requirements; 

f) the procedures for reporting maintenance performance shall be specified. In particular; 

- procedures for reporting failures, 

- procedures for analysing failures; 

g) the tools necessary for maintenance and revalidation and procedures for maintaining the 
tools and equipment. 

NOTE 1 It may be beneficial, for reasons of both safety and economics, to integrate the E/E/PES operation and 
maintenance procedures with the EUC overall operation and maintenance procedures 

NOTE 2 The E/E/PES operation and maintenance procedures should include the software modification 
procedures (see lEC 61508-3, 7.8). 

7.6.2.2 The E/E/PE safety- related system operation and maintenance procedures shall be 
continuously upgraded from inputs such as (1) the results of functional safety audits and (2) 
tests on the E/E/PE safety-related systems. 

7.6.2.3 The routine maintenance actions required to maintain the required functional safety 
(as designed) of the E/E/PE safety-related systems shall be determined by a systematic 
method. This method shall determine unrevealed failures of all safety-related components 
(from sensors through to final elements) which would cause a reduction in the safely integrity 
achieved. Suitable methods include 

- examination of fault trees; 

- failure mode and effect analysis; 

- reliability centred maintenance. 

NOTE 1 A consideration of human factors is a key element in determinmg the actions required and the 
appropriate interface(s) with the E/E/PE safety- related systems. 

NOTE 2 Proof tests will be carried out with a frequency necessary to achieve the target failure measure 

NOTE 3 The frequency of the proof tests, the diagnostic test interval and the time for subsequent repair will be 
dependent upon several factors (see annex B of lEC 61508-6), including 

- the target failure measure associated with the safety integrity level; 

- the architecture; 

- the diagnostic coverage of the diagnostic tests, and 

- the expected demand rate. 

NOTE 4 The frequency of the proof tests and the -diagnostic test interval are likely to have a crucial beanng on 
the achievement of hardware safety integrity. One of the principal reasons for carrying out hardware reliability 
analysis (see 7.4.3.2.2) Is to ensure that the frequencies of the two types of tests are appropriate for the target 
hardware safety integrity. 

7.6.2.4 The E/E/PES operation and maintenance procedures shall be assessed for the 
impact they may have on the EUC. 

7.6.2.5 For the avoidance of faults and failures during the E/E/PES operation and 
maintenance procedures, an appropriate group of techniques and measures according to 
table B.4 shall be used. 
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7.7 E/E/PES safety validation 

NOTE This phase is box 9.6 of figure 2. 

7.7.1 Objective 

The objective of the requirements of this subclause is to validate that the E/E/PE safety- 
related systems meet, in all respects, the requirements for safety in terms of the required 
safety functions and the safety integrity (see 7.2). 

7.7.2 Requirements 

7.7.2.1 The validation of the E/E/PES safety shall be carried out in accordance with a 
prepared plan (see also 7.7 of lEC 61508-3). 

NOTE 1 The E/E/PES safety validation Is shown on the E/E/PES safety llfecycle as being carried out prior to 
installation but. in some cases, the E/E/PES safety validation cannot be carried out until after installation (for 
example, when the application software development is not finalised until after installation). 

NOTE 2 Validation of a programmable electronic safety-related system comprises validation of both hardware and 
software The requirements for validation of software are contained in lEC 61508-3. 

7.7.2.2 All test measurement equipment used for validation shall be calibrated against a 
standard traceable to a national standard, if available, or to a well-recognised procedure. All 
test equipment shall be verified for correct operation. 

7.7.2.3 Each safety function specified in the requirements for E/E/PES safety (see 7.2), and 
all the E/E/PES operation and maintenance procedures shall be validated by test and/or 
analysis. 

7.7.2.4 Appropriate documentation of the E/E/PES safety validation testing shall be 
produced which shall state for each safety function 

a) the version of the E/E/PES safety validation plan being used; 

b) the safety function under test (or analysis), along with the specific reference to the 
requirement specified during E/E/PES safety validation planning; 

c) tools and equipment used, along with calibration data; 

d) the results of each test; 

e) discrepancies between expected and actual results. 

NOTE Separate documentation Is not needed for each safety function, but the information in a) to e) must apply 
to every safety function and where it differs by safety function the relationship must be stated. 

7.7.2.5 When discrepancies occur (i.e. the actual results deviate from the expected results 
by more than the stated tolerances), the results of the E/E/PES safety validation testing shall 
be documented, including 

a) the analysis made; and 

b) the decision taken on whether to continue the test or issue a change request and return to 
an earlier part of the validation test. 

7.7.2.6 The supplier or developer shall make available results of the E/E/PES safety 
validation testing to the developer of the EUC and the EUC control system so as to enable 
them to meet the requirements for overall safety validation in lEC 61508-1. 

7.7.2.7 For the avoidance of faults during the E/E/PES safety validation, an appropriate 
group of techniques and measures according to table B.5 shall be used. 
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7.8 E/E/PES modification 

7.8.1 Objective 

The objective of the requirements of this subclause is to ensure that the required safety 
integrity is maintained after corrections, enhancements or adaptations to the E/E/PE safety- 
related systems. 

7.8.2 Requirements 

7.8.2.1 Appropriate documentation shall be established and maintained for each E/E/PES 

rnodification activity. The documentation shall include 

a) the detailed specification of the modification or change; 

b) an analysis of the impact of the modification activity on the overall system, including 
hardware, software (see lEC 61508-3), human interaction and the environment and 
possible interactions; 

c) all approvals for changes; 

d) progress of changes; 

e) test cases for components including revalidation data; 

f) E/E/PES configuration management history; 

g) deviation from normal operations and conditions; 
h) necessary changes to system procedures; 

i) necessary changes to documentation. 

7.8.2.2 Manufacturers or system suppliers which claim compliance with all or part of this 
standard shall maintain a system to initiate changes as a result of defects being detected m 
hardware or software and to inform users of the need for modification in the event of the 
defect affecting safety. 

7.8.2.3 Modifications shall be performed with at least the same level of expertise, automated 
tools (see 7.4.4.2 of lEC 61508-3), and planning and management as the initial development 
of the E/E/PE safety-related systems. 

7.8.2.4 After modification, the E/E/PE safety-related systems shall be revenfied and 
revalidated. 

NOTE See also 7,16.2.6 of lEC 61508-1. 

7.9 E/E/PES verification 

7.9.1 Objective 

The objective of the requirements of this subclause is to lest and evaluate the outputs of a 
given phase to ensure correctness and consistency with respect to the products and 
standards provided as input to that phase. 

NOTE For convenience all verification activities have been drawn together under 7 9, but they are actually 
performed across several phases. 

7.9.2 Requirements 

7.9.2.1 The verification of the E/E/PE safety-related systems shall be planned concurrently 
with the development (see 7.4), for each phase of the E/E/PES safety hfecycle, and shall be 
documented. 

7.9.2.2 The E/E/PES verification planning shall refer to all the criteria, techniques and tools 
to be utilised in the verification for that phase. 
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7.9.2.3 The E/E/PES verification planning shall specify the activities to be performed to 
ensure correctness and consistency with respect to the products and standards provided as 
input to that phase. 

7.9.2.4 The E/E/PES verification planning shall consider the foilow^ing: 

a) the selection of verification strategies and techniques; 

b) the selection and utilisation of the test equipment; 

c) the selection and documentation of verification activities; 

d) the evaluation of verification results gained from verification equipment direct and from 
tests. 

7.9.2.5 In each design and development phase it shall be shown that the functional and 
safety integrity requirements are met. 

7.9.2.6 The result of each verification activity shall be documented, stating either that the 
E/E/PE safety- related systems have passed the verification, or the reasons for the failures. 
The following shall be considered: 

a) items which do not conform to one or more relevant requirements of the E/E/PES safety 
lifecycle (see 7.2); 

b) items which do not conform to one or more relevant design standards (see 7.4); 

c) items which do not conform to one or more relevant safety management requirements 
(see clause 6). 

7.9.2.7 For E/E/PES safety requirements verification, after E/E/PES safety requirements 
have been established (see 7.2), and before the next phase (design and development) 
begins, verification shall 

a) determine whether the E/E/PES safety requirements are adequate to satisfy the 
requirements set out in the E/E/PES safety requirements allocation (see lEC 61508-1) for 
safety, functionality, and other requirements specified during safety planning, and 

b) check for incompatibilities between 

- the E/E/PES safety requirements (7.2), 

- the safety requirements allocation (lEC 61508-1), 

- the E/E/PES tests (see 7.4), and 

- the user documentation and all other system documentation. 

7.9.2.8 For E/E/PES design and development verification, after E/E/PES design and 
development (see 7.4) has been completed and before the next phase (integration) begins, 
verification shall 

a) determine whether the E/E/PES tests (see 7.4) are adequate for the E/E/PES design and 
development (see 7.4); 

b) determine the consistency and completeness (down to and including module level) of the 
E/E/PES design and development (see 7.4) with respect to the E/E/PES safety 
requirements (see 7.2), and 

c) check for incompatibilities between 

- the E/E/PES safety requirements (7.2), 

- the E/EyPES design and development (7.4), and 

- the E/E/PES tests (see 7.4). 

NOTE 1 Table B.5 recommends safety validation, failure analysis and testing techniques that are also applicable 
to verification. 
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NOTE 2 Verification that the diagnostic coverage has been achieved will take Into account table A.I, which gives 
the faults and failures that must be detected. 

7.9.2.9 For E/E/PES integration verification, the integration of the E/E/PE safety- related 
systems shall be verified to establish that the requirements of 7.5 have been achieved. 

7.9.2.10 Test cases and their results shall be documented. 

8 Functional safety assessment 

The requirements for functional safety assessment are as detailed in clause 8 of lEC 61508-1 . 
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Annex A 

(normative) 

Techniques and measures for E/E/PE safety-related systems: control of 

failures during operation 

A.1 General 

This annex shall be, used in conjunction with 7.4. It limits the maximum diagnostic coverage 
that may be claimed for relevant techniques and measures. For each safety integrity level, the 
annex recommends techniques and measures for controlling random hardware, systematic, 
environmental and operational failures. More information about architectures and measures 
can be found in annex B of lEC 61508-6 and annex A of lEC 61508-7. 

It IS not possible to list e.very individual physical cause of a failure in complex hardware for 
two main reasons: 

- the cause/effect relationship between faults and failures is often difficult to determine; 

- the emphasis on failures changes from random to systematic when complex hardware and 
software is used. 

Failures in E/E/PE safety-related systems may be categorised, according to the time of their 
origin, into 

failures caused by faults originating before or during system installation (for example, 
software faults include specification and program faults, hardware faults include 
manufacturing faults and incorrect selection of components); and 

- failures caused by faults or human errors originating after system installation (for 
example random hardware failures, or failures caused by incorrect use). 

In order to avoid or control such failures when they occur, a large number of measures are 
normally necessary. The structure of the requirements in annexes A and B results from 
dividing the measures into those used to avoid failures during the different phases of the 
E/E/PES safety lifecycle (annex B), and those used to control failures during operation (this 
annex). The measures to control failures are built-in features of the E/E/PE safety-related 
systems. 

Diagnostic coverage and safe failure fraction is determined on the basis of table A.I and 
according to procedures detailed in annex C. Tables A. 2 to A. 15 support the requirements of 
table A.I by recommending techniques and measures for diagnostic tests and recommending 
maximum levels of diagnostic coverage that can be achieved using them. The tables do not 
replace any of the requirements of annex C. Tables A. 2 to A. 15 are not exhaustive. Other 
measures and techniques may be used, provided evidence is produced to support the claimed 
diagnostic coverage. If high diagnostic coverage is being claimed then, as a minimum, at least 
one technique of high diagnostic coverage should be applied from each of these tables. 
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Similarly, tables A. 16 to A. 18 recommend techniques and measures for each safety integrity 
level for controlling systematic failures. Table A. 16 recommends overall measures to control 
systematic failures (see also lEC 61508-3), table A.17 recommends measures to control 
environmental failures and table A. 18 recommends measures to control operational failures. 
Most of these control measures can be graded according to table A. 19. 

All techniques and measures in these tables are described in annex A of lEC 61508-7. 
Software techniques and measures required for each safety integrity level are given in 
lEC 61508-3. Guidelines for determining the architecture for an E/E/PE safety- related system 
are given in annex B of lEC 61508-6. 

Following the guidelines in this annex does not guarantee by itself the required safety 
integrity. It is important to consider 

- the consistency of the chosen techniques and measures, and how well they will 
complement each other; and 

- which techniques and measures are most appropriate for the specific problems 
encountered during the development of each particular E/E/PE safety-related system. 

A.2 Hardware safety integrity 

Table A.I provides the requirements for faults or failures that shall be detected by techniques 
and measures to control hardware failures, in order to achieve the relevant level of diagnostic 
coverage (see also annex C). Tables A.2 to A. 15 support the requirements of table A.I by 
recommending techniques and measures for diagnostic tests and recommending maximum 
levels of diagnostic coverage that can be achieved using them. These tests may operate 
continuously or periodically. The tables do not replace any of the requirements of 7.4. Tables 
A.2 to A. 15 are not exhaustive. Other measures and techniques may be used, provided 
evidence is produced to support the claimed diagnostic coverage. 

NOTE 1 The overview of techniques and measures associated with these tables is in annex A of lEC 61508-7. 
The relevant subclause is referenced in the second column of tables A.2 to A. 15. 

NOTE 2 The designations low, medium and high diagnostic coverage are quantified as 60 %, 90 % and 99 % 
respectively. 
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Table A.1 - Faults or failures to be detected during operation or to be analysed 
in the derivation of safe failure fraction 



Componant 


Sae 

tabla(a) 


Requirements for diagnoatic coverage or 
aafe failure fraction claimed 


Low (60 %) 


Medium (90 %) 


High (99 %) 


Elactromachanlcal 
davicaa 


A. 2 


Does not energize or 
de-energize 


Does not energize or 
de-energize 


Does not energize or de- 
energize 






Welded contacts 


Individual contacts 
welded 


Individual contacts welded 
No positive guidance of 
contacts (for relays this failure 
is not assumed if they are built 
and tested according to 
EN 50205 or equivalent) 

No positive opening (for 
position switches this failure Is 
not assumed if they are built 
and tested according to 
EN 60947-5-1, or equivalent) 


DIacrata hardwara 


A.3, A.7, 
A. 9, A.11 








Digital I/O 




Stuck-at 


DC fault model 


DC fault model 
drift and oscillation 


Analogue I/O 




Stuck-at 


DC fault model 
drift and oscillation 


DC fault model 
drift and oscillation 


Power supply 




Stuck-at 


DC fault model 
drift and oscillation 


DC fault model 
drift and oscillation 


Bus 


A.3 








General 


A.7 


Stuck-at of the 
addresses 


Time out 


Time out 


Memory 
management unit 


A.8 


Stuck-at of data or 
addresses 


Wrong address 
decoding 


Wrong address decoding 


Direct memory 
access 




No or continuous 
access 


DC fault model for data 
and addresses 

Wrong access time 


All faults which affect data in 
the memory 

Wrong data or addresses 

Wrong access time 


Bus-arbitration 
(see note 1 ) 




Stuck-at of arbitration 
signals 


No or continuous 
arbitration 


No or continuous or wrong 
arbitration 


CPU 


A.4, A.10 








Register, internal 
RAM 




Stuck-at for data and 
addresses 


DC fault model for data 
and addresses 


DC fault model for data and 

addresses 

Dynamic cross-over for memory 

cells 

No, wrong or multiple 
addressing 


Coding and 
execution including 
flag register 




Wrong coding or no 
execution 


Wrong coding or wrong 
execution 


No definite failure assumption 


Address calculation 




Stuck-at 


DC fault model 


No definite failure assumption 


Program counter, 
stack pointer 




Stuck-at 


DC fault model 


DC fault model 


Interrupt handling 


A.4 


No or continuous 
interrupts 


No or continuous 
interrupts 

Cross-over of interrupts 


No or continuous interrupts 
Cross-over of interrupts 
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Table A.I (continued) 



Component 


See 

table(8) 


Requirements for diagnostic 
safe failure fraction cl 


coverage or 
aimed 


Low (60 %) 


Medium (90 %) 


High (99 %) 


Invariable 
memory 


A.5 


Stucl{-at lor data and 
addresses 


DC fault model for data and 
addresses 


All faults which affect data 
in the memory 


Variable 
memory 


A.6 


Stuct<-at for data and 
addresses 


DC fault model for data and 
addresses 

Change of information 
caused by soft-errors (or 

DRAfvt.with integration 
1 Mbits and higher 


DC fault model for data and 

addresses 

Dynamic cross-over for memory 

cells 

No, wrong or multiple addressing 
Change of information caused by 
soft-errors for DRAM with 
integration 1 Mbits and higher 


Clock (quartz) 


A. 12 


Sub- or super- 
harmonic 


Sub- or super-harmonic 


Sub- or super-harmonic 


Communication 
and mass 
storage 


A. 13 


Wrong data or 

addresses 

No transmission 


All faults which affect data 
in the memory 

Wrong data or addresses 
Wrong transmission time 
Wrong transmission 
sequence 


Ail faults which affect data 
in the memory 

Wrong data or addresses 

Wrong transmission time 

Wrong transmission sequence 


Sensors 


A. 14 


Stucl<-at 


DC fault model 
Drift and oscillation 


DC fault model 
Drift and oscillation 


Final elements 


A. 15 


Stuci<-at 


DC fault model 
Drift and oscillation 


DC lault model 
Drift and oscillation 


NOTE 1 Bus-arbitration is the mechanism for deciding which device has control of the bus 

NOTE 2 "Stucl<-at" is a fault category which can be described with continuous "0" or T or "on" at the pins of 
a component. 

NOTE 3 "DC fault model" (DC = direct current) includes the following failure modes stuck-at faults, stuci<-open. 
open or high impedance outputs as well as short circuits between signal lines 



Table A.2 - Electrical subsystems 



Diagnostic 
technique/measure 


See 
lEC 61508-7 


Maximum diagnostic coverage 
considered achievable 


Notes 


Failure detection by on- 
line monitoring 


A.1.1 


Low (low demand mode) 

Medium (high demand or 

continuous mode) 


Depends on diagnostic coverage 
of failure detection 


Monitoring of relay 
contacts. 


A.1.2 


High 




Comparator 


A.I. 3 


High 


High if failure modes are 
predominantly in a safe direction 


Majority voter 


A.1.4 


High 


Depends on the quality of the votmg 


Idle current principle 


A.1.5 


Low 


Only for E/E/PE safety-related 
systems wtiere continuous control is 
not needed to achieve or maintain a 
safe sute of the EUC 


NOTE 1 This table does not replace any of the requirements of annex C. 

NOTE 2 The requirements of annex C are relevant for the determination of diagnostic coverage 

NOTE 3 For general notes concerning this table, see the text preceding table A.I . 
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Table A.3 - Electronic subsystems 



Oiagnoatic 
technique/measure 


See 

lEC 61S08-7 


Maximum diagnostic coverage 
considered achievable 


Notes 


Failure detection by on- 
line monitoring 


A 1.1 


Low (low demand mode) 

Medium (high demand or 

continuous mode) 


Depends on diagnostic coverage 
of failure detection 


Comparator 


A.1.3 


High 


High If failure modes are 
predominantly in a safe direction 


Majority voter 


A. 1.4 


High 


Depends on the quality of the voting 


Tests by redundant 
hardware 


A.2 1 


Medium 


Depends on diagnostic coverage 
of failure detection 


Dynamic principles 


A22 


Medium 


Depends on diagnostic coverage 
of failure detection 


Standard test access 
port and boundary-scan 
architecture 


A. 2. 3 


High 


Depends on the diagnostic coverage 
of failure detection 


Monitored redundancy 


A. 2.5 


High 


Depends on the degree of 
redundancy and of the monitoring 


Hardware with 
automatic check 


A2.6 


High 


Depends on the diagnostic coverage 
of the tests 


Analogue signal 
monitoring 


A.2.7 


Low 




NOTE 1 This table does not replace any of the requirements of annex C. 

NOTE 2 The requirements of annex C are relevant for the determination of diagnostic coverage. 

NOTE 3 For general notes concerning this table, see the text preceding table A.I. 



Table A.4 - Processing units 



Diagnostic 
technique/measure 


Sss 

lEC 61508-7 


Maximum diagnostic coverage 
considered schievable 


Notes 


Comparator 


A.1.3 


High 


Depends on the quality of 
the comparison 


Majority voter 


A 1 4 


High 


Depends on the quality of the voting 


Self-test by software: 
limited number of 
patterns (one channel) 


A3.1 


Low 




Self-test by software: 
walking bit 
(one-channel) 


A.3.2 


Medium 




Self-test supported by 
hardware (one-channel) 


A. 3.3 


Medium 




Coded processing 

(one-channel) 


A.34 


High 




Reciprocal comparison 
by software 


A. 3.5 


High 


Depends on the quality of 
the comparison 


NOTE 1 This table does not replace any of the requirements of annex C. 

NOTE 2 The requirements of annex C are relevant for the determination of diagnostic coverage. 

NOTE 3 For general notes concerning this table, see the text preceding table A.I . 
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Table A.5 - Invariable memory ranges 



Diagnostic 
technique/measure 


See 
lEC 61508-7 


Makimum diagnostic coverage 
considered achievable 


Notes 


Word-saving multi-bit 
redundancy 


A.4.1 


Medium 




Modified checksum 


A. 4. 2 


Low 




Signature ot one word 
(8-bit) 


A. 4. 3 


Medium 


The effectiveness of the signature 
depends on the width ot the 
signature in relation to the block 
length of the information to be 
protected 


Signature of a double 
word (16-bit) 


A. 4. 4 


High 


The effectiveness of the signature 
depends on the width of the 
signature in relation to the block 
length of the information to be 
protected 


Block replication 


A. 4. 5 


High 




NOTE 1 This table does not replace any ot the requirements of annex C, 

NOTE 2 The requirements of annex C are relevant for the determination of diagnostic coverage 

NOTE 3 For general notes concerning this table, see the text preceding table A 1 



Table A.6 - Variable memory ranges 



Diagnostic 
technique/measure 


See 
lEC 61508-7 


Maximum diagnostic coverage 
considered achievable 


Notes 


RAM test "checkerboard" 
or "march" 


A.5.1 


Low 




RAM test "walk-path" 


A.5.2 


Medium 




RAM test "galpat" or 
"transparent galpat" 


A5.3 


High 




RAM test "Abraham" 


A.5.4 


High 




Parity-bit for RAM 


A.5.5 


Low 




RAM monitoring with a 
modified Hamming code, 
or detection of data 
failures with error- 
detection-correction 
codes (EDC) 


A.5.6 


High 




Double RAM with 
hardware or software 
comparison and 
read/write test 


A.5.7 


High 




NOTE 1 This table does not replace any of the requirements of annex C. 

NOTE 2 The requirements of annex C are relevant for the determination of diagnostic coverage. 

NOTE 3 For general notes concerning this table, see the text preceding table A.I. 

NOTE 4 For RAM which Is read/written only infrequently (for example during configuration) the measures A.4.1 to 

A. 4. 4 are effective if they are executed after each read/write access. 
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Table A.7 - I/O units and interface (external communication) 



Diagnoftic 
tachnique/maasur* 


Saa 

lEC 61508-7 


Maximum diagnostic coverage 
considered achievable 


Notes 


Failure detection by 
on-line monitoring 


A 1 1 


Low (low demand mode) 

Medium (high demand or 

continuous mode) 


Depends on diagnostic coverage 
of failure detection 


Test pattern 


A 6 1 


High 




Code protection 


A 6 2 


High 




Multichannel parallel 
output 


A t -i 


High 


Only if dataflow changes within 
diagnostic test interval 


Monitored outputs 


A 6 s 


High 


Only if dataflow changes within 
diagnostic test interval 


Input comparison/voting 
(1oo2, 2oo3 or better 
redundancy) 


A 6 ii 


High 


Only if dataflow changes within 
diagnostic test interval 


NOTE 1 This table does not replace any ol the requirements of annex C. 

NOTE 2 The requirements o' annex C are relevant for the determination of diagnostic coverage. 

NOTE 3 For general notes concerning this table, see the text preceding table A.I, 



Table A.8 - Data paths (internal communication) 



Diagnostic 
technique/measure 


See 
lEC 61S0S-7 


Maximum diagnostic coverage 
considered achievable 


Notes 


One-bit hardware 
redundancy 


A 7 1 


Low 




Multi-bit hardware 
redundancy 


A 72 


Medium 




Complete hardware 
redundancy 


A. 7. 3 


High 




Inspection using test 
patterns 


A. 7. 4 


High 




Transmission redundancy 


A. 7.5 


High 


Effective only against transient 
faults 


Information redundancy 


A76 


High 




NOTE 1 This table does not replace any of the requirements of annex C. 

NOTE 2 The requirements of annex C are relevant for the determination of diagnostic coverage. 

NOTE 3 For general notes concerning this table, see the text preceding table A.1. 
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Table A.9 - Power supply 



Diagnostic 
technique/measure 


See 
lEC 61508-7 


Maximum diagnostic coverage 
considered achievable 


Notes 


Overvoltage protection 
with safety shut-off or 
switch-over to second 
power unit 


A 8 1 


Low 


Recommended always to be used 
in addition to other techniques in 
this table 


Voltage control 
(secondary) with safety 
shut-off or switch-over to 
second power unit 


A. 8. 2 


High 




Power-down with safety 
shut-off or switch-over 
to second power unit 


A8.3 


High 


Recommended always to be used 
in addition to other techniques in 
this table 


Idle current principle 


A 1.5 


Low 


Useful only against power-down 


NOTE 1 This table does not replace any of the requirements of annex C 

NOTE 2 The requirements of annex C are relevant for the determination of diagnostic coverage 

NOTE 3 For general notes concerning this table, see the text preceding table A 1 



Table A. 10 - Program sequence (watch-dog) 



Diagnostic 
technique/measure 


See 
lEC 61508-7 


Maximum diagnostic coverage 
considered achievable 


Notes 


Watch-dog with separate 
time base without time- 
window 


A9 1 


Low 




Watch-dog with separate 
time base and time- 
window 


A9.2 


Medium 




Logical monitoring of 
program sequence 


A. 93 


Medium 


Depends on the quality of 
the monitoring 


Combination of temporal 
and logical monitoring of 
programme sequences 


A94 


High 




Temporal monitoring with 
on-line check 


A 9 5 


Medium 




NOTE 1 This table does not replace any of the requirements of annex C 

NOTE 2 The requirements of annex C are relevant for the determination of diagnostic coverage 

NOTE 3 For general notes concerning this table, see the text preceding table A l 
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Table A. 11 - Ventilation and heating system (if necessary) 



Diagnostic 
technique/measure 


See 

lEC 61508-7 


Maximum diagnostic coverage 
considered achievable 


Notes 


Temperature sensor 


A 10 1 


Medium 




Fan controi 


A 10 2 


Medium 




Actuation ot the safety 
shutoft via thermal fuse 


A 10 3 


High 




Staggered message ol 
thermo sensors and 
conditional alarm 


A 104 


High 




Connection of forced-air 
cooling and status 
indication 


A 10,5 


High 




NOTE 1 Thus table does not replace any of the requirements of annex C. 

NOTE 2 The requirements of annex C are relevant for the determination of diagnostic coverage. 

NOTE 3 For general notes concerning this table, see the text preceding table A.1. 



Table A.12 - Clock 



Diagnostic 
tectinique/measure 


See 

lEC 61508-7 


Maximum diagnostic coverage 
considered achievable 


Notes 


Watch-dog with separate 
time base without 
time-window 


A 9 1 


Low 




Watchdog with separate 
time base and 
time-window 


A9 2 


High 


Depends on time restriction 
for the time-window 


Logical monitoring of 
program sequence 


A 9 3 


Medium 


Only effective against clock 
failures if externa! temporal events 
influence the logical program flow 


Temporal and logical 
monitoring 


A. 9 4 


High 




Temporal monitoring with 
on-line check 


A 9 5 


Medium 




NOTE 1 This table does not replace any of the requirements of annex C. 

NOTE 2 The requirements of annex C are relevant for the determination of diagnostic coverage, 

NOTE 3 For general notes concerning this table, see the text preceding table A, 1 . 
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Table A. 13 - Communication and mass-storage 



Diagnostic 
technique/measure 


See 

lEC 61508-7 


Maximum diagnostic coverage 
considered achievable 


Notes 


Information exchange 
between E/E/PE safety- 
related system and 
process 


A6 


See table A 7 


See I/O units and interface 


Information exchange 
between E/E/PE safety- 
related systems 


A 7 


See table A 8 


See data paths/bus 


Separation of electrical 
energy lines from 
information lines 


A. 11.1 


High 


Recommended to be always used 
in addition to other techniques in 
this table 


Spatial separation of 
multiple lines 


A. 11. 2 


High 




Increase of Interference 

immunity 


All 3 


High 




Antivalent signal 
transmission 


All 4 


High 




NOTE 1 This table does not replace any of the requirements of annex C. 

NOTE 2 The requirements of annex C are relevant for the determination of diagnostic coverage 

NOTE 3 For general notes concerning this table, see the text preceding table A l 



Table A.14 - Sensors 



Diagnostic 
technique/measure 


See 
lEC 61508-7 


Maximum diagnostic coverage 
considered achrevable 


Notes 


Failure detection by 
on-line monitoring 


A.1.1 


Low (low demand mode) 

Medium (high demand or 

continuous mode) 


Depends on diagnostic coverage 
of failure detection 


Idle current principle 


A. 1.5 


Low 


Only for E/E/PE safety-related 
systems where continuous control 
IS not needed to achieve or 
maintain a safe state of 
the EUC 


Analogue signal 
monitoring 


A. 2 7 


Low 




Test pattern 


A6.1 


High 




Input comparison/votmg 
(1oo2, 2oo3 or better 
redundancy) 


A65 


High 


Only if dataflow changes wilhm 
diagnostic test interval 


Reference sensor 


A 12.1 


High 


Depends on diagnostic coverage 
of failure detection 


Positive-activated switch 


A. 12 2 


High 




NOTE 1 This table does not replace any of the requirements of annex C 

NOTE 2 The requirements of annex C are relevant for the determination of diagnostic coverage 

NOTE 3 For general notes concerning this table, see the text preceding table A.I. 
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Table A.15 - Final elements (actuators) 



Diagnostic 
technique/rneasure 


See 

lEC 61508-7 


Maximum diagnostic coverage 
considered achievable 


Notes 


Failure detection by 
on-line monitoring 


A. 1.1 


Low (low demand mode) 

Medium (high demand or 

continuous mode) 


Depends on diagnostic coverage 
of failure detection 


Monitoring of relay 
contacts 


A 1.2 


High 




Idle Current principle 


A 1.5 


Low 


Only for E/E/PE safety-related 
systems where continuous control 
is not needed to achieve or 
maintain a safe state of 

the EUC 


Test pattern 


A6 1 


High 




Monitoring 


A 13.1 


High 


Depends on diagnostic coverage 
of failure detection 


Cross-monitoring of 
multiple actuators 


A 13.2 


High 




NOTE 1 This table does not replace any of the requirements of annex C. 

NOTE 2 The requirements of annex C are relevant for the determination of diagnostic coverage. 

NOTE 3 For general notes concerning this table, see the text preceding table A 1. 



A.3 Systematic safety integrity 

The following tables give recommendations for techniques and measures to 

- control failures caused by hardware and software design (see table A.I 6); 

- control failures due to environmental stress or influences (see table A. 17); and 

- control failures during operation (see table A.18). 

In tables A. 16 to A.18, recommendations are made by safety integrity level, stating firstly the 
importance of the technique or measure and secondly the effectiveness required if it is used. 
The importance is signified as follows. 

- HR: the technique or measure is highly recommended for this safety integrity level. If this 
technique or measure is not used then the rationale behind not using it shall be detailed; 

- R: the technique or measure is recommended for this safety integrity level. At least one of 
the techniques in the light grey shaded group is required; 

- -: the technique or measure has no recommendation for or against being used; 

- NR: the technique or measure is positively not recommended for this safety integrity level. 
If this technique or measure is used then the rationale behind using it shall be detailed. 
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The required effectiveness is signified as follows. 

- Mandatory: the technique or measure is required for all safety integrity levels and shall be 
used as effectively as possible (i.e. giving high effectiveness). 

- Low/; if used, the technique or measure shall be used to the extent necessary to give at 
least low effectiveness against systematic failures. 

- Medium: if used, the technique or measure shall be used to the extent necessary to give at 
least medium effectiveness against systematic failures. 

- High: if used, the technique or measure shall be used to the extent necessary to give high 
effectiveness against systematic failures. 

Guidance on levels of effectiveness for most techniques and measures is given in table A, 19. 

If a measure is not mandatory, it is in principle replaceable by other measures (either 
individually or in combination); this is governed by the shading, as explained in the table. 

All techniques and measures given here are built-in features of the E/E/PE safety-related 
systems, which may help to control failures on-line. Procedural and organisational techniques 
and measures are necessary throughout the E/E/PES safety lifecycle to avoid introducing 
faults, and validation techniques to test the E/E/PE safety-related systems' behaviour against 
expected external influences are necessary to demonstrate that the built-in features are 
appropriate for the specific application (see annex B). 

Annex D of lEC 61508-6 gives information on common cause failures. 

NOTE Most of the measures in tables A 16 to A 18 can be used with varying effectiveness according to 
table A. 19, which gives examples for low and high effectiveness The effort required tor medium effectiveness lies 
somewhere between that specified for low and for high effectiveness. 
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Table A. 16 - Techniques and measures to control systematic failures caused 
by hardware and software design 





Technique/measure 


See 
lEC 61508-7 


SIL1 


SIL2 


SIL3 


SIL4 




Program sequence monitoring 


A9 


HR 
low 


HR 
low 


HR 
medium 


HR 
high 




Failure detection by on-hne monitoring 
(see note 4) 


A. 1.1 


R 
low 


R 
low 


R 

medium 


R 
high 


Tests by redundant hardware 


A. 2.1 


R 
low 


R 
low 


R 
medium 


R 
high 


Standard test access port and 
boundary-scan architecture 


A. 2 3 


R 
low 


R 
low 


R 
medium 


R 
high 


Code protection 


A 6.2 


R 

low 


low 


R 
medium 


R 
high 


Diverse hardware 


B 1.4 


low 


low 


R 
medium 


R 
high 


Fault detection and diagnosis 


C.3.1 


See table A. 2 of lEC 61508-3 


Error detecting and correcting codes 


C.3.2 


Failure assertion programming 


C33 


Safety bag techniques 


C.3.4 


Diverse programming 


C.3 5 


Recovery block 


C.3.6 


Backward recovery 


C3.7 


Forward recovery 


C.3.8 


Re-try fault recovery mechanisms 


C.39 


Memorising executed cases 


C.3. 10 


Graceful degradation 


C.3. 11 


Artificial intelligence fault correction 


C.3. 12 


Dynamic reconfiguration 


C.3. 13 


At least one of the techniques in the light grey shaded group is required. 

NOTE 1 For the meaning of the entries under each safety integrity level, see the text immediately preceding this 

table. 

NOTE 2 The measures in this table which do not refer to table A. 2 of lEC 61508-3 can be used to varying 
effectiveness according to table A 19, which gives examples for low and high effectiveness. The effort required for 
medium effectiveness lies somewhere between that specified for low and for high effectiveness. 

NOTE 3 The overview of techniques and measures associated with this table is in annexes A, B and C of 
lEC 61508-7. The relevant subclause is referenced in the second column. 

NOTE 4 For E/E/PE safety-related systems operating m a low demand mode of operation (for example emergency 
shutdown systems), the diagnostic coverage achieved from failure detection by on-line monitoring is generally low 
or none 
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Table A.17 - Techniques and measures to control systematic failures caused 
by environmental stress or influences 





Technique/measure 


' see 
lEC 61508-7 


SIL1 


SIL2 


SIL3 


SIL4 


I 


Measures against voltage breakdown, 
voltage variations, overvoltage, low 
voltage 


A 8 


HR 
mandatory 


HR 
.mandatory 


HR 
mandatory 


HR 
mandatory 


Separation of electrical energy lines from 
information lines (see note ^,) 


A 11 1 


HR 1 HR 
mandatory i rr.andatory 


HR 
trai^iijiory 


HR 
mandatory 

H8 
rrianaatory 

hR 
mar'C'atory 


Increase of interference immunity 


A '1 3 


HR 
mandatory 


HR 
[T'andatory 


mR 

mandatory 

hR 
mandatory 


Measures against the physical 
environment (for example, temperature, 
humidity, water, vibration, dust, corrosive 
substances) 


A 14 


HR 
rr",^na,^lory 


HR 
mandatory 


Program sequence monitoring 


A 9 


riR 
low 


HR 
low 


HR 
m.sdium 


HR 
h,gn 


Measures against temperature increase 


A 10 




mR 

low 


HR 
low 


HR 
rncdium 


Hfl 
high 


Spatial separation of multiple lines 


A 11 2 


HR 
iow 

R 
low 


HR 
low 

R 
^ow 

R 
low 


HR HR 
medium hiqh 

R R 
modijm h.gr- 

R R 




Failure detection by on-line monitoring 
(see note 5) 


A 1 1 


Tests by redundant hardware 


A.2 1 


R 
low 


Code protection 


A 6 2 


7:1 
low 


R 
low 



medium 


R 
hign 


Antivalent signal transmission 


A 11.4 


R 
low 


R 
low 


R 
medium 


R 
high 




Diverse hardware (see note 6) 


B.I 4 


low 


low 


medium 


R 

high 


Software architecture 


7.4 3 of 
lEC 61508-3 


See table A 2 of IBC 61508 3 


At least one of the techniques in the light grey shaded group is required 

NOTE 1 For the meaning of the entries under each safety integrity level, see the text immediately preceding 

table A. 16. 

NOTE 2 Most of these measures in this tatie can be used to varying effectiveness according to table A 19, 

which gives examples for low and high effectiveness Tne effort required for medium effectiveness 'les 

somewhere between that specified for low and for high effectiveness 

NOTE 3 The overview of techniques and measures associated with this table is m annexes A and 3 of 

lEC 61508-7. The relevant subclause is referenced in the second column 

NOTE 4 Separation of electrical energy lines from information lines is not necessary if the information is 

transported optically, nor is it necessary for iow power energy lines which are designed tor energising 

components of the E/E/PES and carrytng information from or to these components. 

NOTE 5 For E/E/PE safety-related systems operating in a low demand mode of operation (for example 

emergency shut-down systems), the diagnostic coverage achieved from failure detection by on-ime rrionitonng ,s 

generally low or none. 

NOTE 6 Diverse hardware is not required if it has been demonstrated, by validation and extensive operational 

experience, that the hardware is sufficiently free of design faults and sufficiently protected against common 

cause failures to fulfil the target failure measures. 
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Table A.18 - Techniques and measures to control systematic operational failures 





Technique/measure 


See 
lEC 61508-7 


SIL1 


SIL2 


S1L3 


SIL4 




Modification protection 


B 4 8 


HR 
mandatory 


HR 
mandatory 


HR 
mandatory 


HR 
mandatory 




Failure detection by on-line monitoring 
(see note 4) 


A 1.1 


R 
low 


R 
low 


R 
medium 


R 
high 


Input acknowledgement 


B4 9 


R 
low 


R 
low 


R 

medium 


R 
high 


Failure assertion programming 


C.33 


See table A. 2 of lEC 61508-3 


At least one of the techniques in the light grey shaded group is required. 

NOTE 1 For the meaning of the entries under each safety integrity level, see the text immediately preceding 
table A 16. 

NOTE 2 Two of these measures in this table can be used to varying effectiveness according to table A. 19, 
which gives examples for low and high effectiveness. The effort required for medium effectiveness lies 
somewhere between that specified for low and for high effectiveness. 

NOTE 3 The overview of techniques and measures associated with this table is in annexes A, B, and C of 
lEC 61508-7 The relevant subclause is referenced in the second column, 

NOTE 4 For E/E/PE safety-related systems operating in a low-demand mode of operation (for example 
emergency shut-down systems), the diagnostic coverage achieved from failure detection by on-line monitoring is 
generally low or none. 
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Table A. 19 - Effectiveness of techniques and measures 
to control systematic failures 



Technique/measure 


See 

lEC 61508-7 


Low effectiveness 


High effectiveness 


Failure detection by 
on-line monitoring 
(see note) 


A. 1.1 


Trigger signals from the EUC and 
Its control system are used to 
check the proper operation of the 
E/E/PE safety-related systems 
(only time behaviour with an upper 
time limit) 


E/E/PE safety-related systems are 
retriggered by temporal and logical 
signals from the EUC and its control 
system (lime window tor temporal 
watch-dog function) 


Tests by redundant 

hardware 

(see note) 


A 2 1 


Additional hardware tests the 
tngger signals of the E/E/PE 
safety- related systems (only time 
behaviour with an upper time 
limit), this hardware switches a 
secondary final element 


Additional hardware is retriggered 
by temporal and logical signals of 
the E/E/PE safety-related systems 
(time window for temporal watch- 
dog); noting between multiple 
channels 


Standard test 
access port and 
boundary-scan 
architecture 


A2.3 


Testing the used solid-state logic, 
during the proof test, through 
defined boundary scan tests 


Diagnostic test of solid-state logic, 
according to the functional 
specification of the E/E/PE safety- 
related systems; all functions are 
checked for all integrated circuits 


Code protection 


A.6.2 


Failure detection via time 
redundancy of signal transmission 


Failure detection via time and 
information redundancy of signal 
transmission 


Program sequence 
monitoring 


A. 9 


Temporal or logical monitoring of 
the program sequence 


Temporal and logical monitonng 
of the program sequence at very 
many checking points in 
the program 


Measures against 

temperature 

increase 


A. 10 


Temperature sensor, detecting 
over-temperature 


Actuation of the safety shut-oft via 
thermal fuse 


Increase of 
interference 
immunity 
(see note) 


A. 11. 3 


Noise filter at power supply and 
critical inputs and outputs; 
shielding, if necessary 


Filter against electromagnetic 
injection which is normally not 
expected: shielding 


Measures against 

physical 

environment 


A. 14 


Generally accepted practice 
according to the application 


Techniques referred to in standards 
for a particular application 


Diverse hardware 


B.I. 4 


Two or more items carrying out the 
same function but being different 
in design 


Two or more items carrying out 
different functions 


Input 
acknowledgement 


B.4.9 


Echoing of input actions back to 
the operator 


Checking strict rules for the input of 
data by the operator, rejecting 
incorrect inputs 


NOTE In the cases of the techniques with references A 1.1, A.2 1, A. 11. 3, and A. 14 tor high effectiveness of the 
technique or measure it is assumed that the low effectiveness approaches are also used 
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Annex B 

(normative) 

Techniques and measures for E/E/PE safety-related systems: avoidance 
of systematic failures during the different phases of the lifecycle 



Tables B.I to B.5 in this annex recommend, for each safety integrity level, techniques and 
measures to avoid failures in E/E/PE safety-related systems. More information about the 
techniques and measures can be found in annex B of lEC 61508-7. Requirements for 
measures to control failures during operation are given in annex A and described in annex A 
of lEC 61508-7. 

It is not possible to list every individual cause of systematic failures, originating throughout 
the safety life cycle, or every remedy, for two main reasons: 

- the effect of a systematic fault depends on the lifecycle phase id which it was introduced; 
and 

- the effectiveness of any single measure to avoid systematic failures depends on the 
application. 

A quantitative analysis for the avoidance of systematic failures is therefore impossible. 

Failures in E/E/PE safety-related systems may be categorised, according to the lifecycle 
phase in which a causal fault is introduced, into: 

- failures caused by faults originating before or during system installation (for example, 
software faults include specification and program faults, hardware faults include 
manufacturing faults and incorrect selection of components); and 

- failures caused by faults originating after system Installation (for example random 
hardware failures, or failures caused by incorrect use). 

In order to avoid or control such failures when they occur, a large number of measures are 
normally necessary. The structure of the requirements in annexes A and B results from 
dividing the measures into those used to avoid failures during the different phases of the 
E/E/PES safety lifecycle (this annex), and those used to control failures during operation 
(annex A). The measures to control failures are built-in features of the E/E/PE safety- related 
systems, while the measures to avoid failures are performed during the safety lifecycle. 

In tables B.I to B.5, recommendations are made by safety integrity level, stating firstly the 
importance of the technique or measure and secondly the effectiveness required, if it is used. 
The importance is signified as follows: 

- HR: the technique or measure is highly recommended for this safety integrity level. If this 
technique or measure is not used then the rationale behind not using it shall be detailed; 

- R: the technique or measure is recommended for this safety integrity level. At least one of 
the techniques in the light grey shaded group is required; 
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- -: the technique or measure has no recommendation for or against being used; 

- NR: the technique or measure is positively not recommended for this safety integrity level. 
If this technique or measure is used then the rationale behind using it shall be detailed; 

The required effectiveness is signified as follows. 

- Mandatory: the technique or measure is required for all safety integrity levels and shall be 
used as effectively as possible (i.e. giving high effectiveness); 

- Low: if used, the technique or measure shall be used to the extent necessary to give at 
least low effectiveness against systematic failures; 

- Medium: if used, the technique or measure shall be used to the extent necessary to give at 
least medium effectiveness against systematic failures; 

- High: the technique or measure shall be used to the extent necessary to give high 
effectiveness against systematic failures. 

NOTE Most of the measures In tables B.I to B.5 can be used with varying effectiveness according to table B 6, 
which gives examples for low and high effectiveness. The effort required for medium effectiveness lies somewhere 
between that specified for low and for high effectiveness. 

If a measure is not mandatory, it is in principle replaceable by other measures (either 
individually or in combination); this is governed by the shading, as explained in each table. 

Following the guidelines in this annex does not guarantee by itself the required safety 

integrity. It is important to consider 

- the consistency of the chosen techniques and measures, and how well they will 
complement each other; 

- which techniques and measures are appropriate, for every phase of the development 
lifecycle; and 

- which techniques and measures are most appropriate for the specific problems 
encountered during the development of each different E/E/PE safety-related system. 
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Table B.1 - Recommendations to avoid mistakes during specification 
of E/E/PES requirements (see 7.2) 





Technique/measure 


See 

lEC 61508-7 


SIL1 


SIL2 


SIL3 


SIL4 




Project management 


B 1.1 


HR 
low 


HR 
low 


HR 
medium 


HR 
high 


Documentation 


B.I 2 


HR 

low 


HR 
low 


HR 

medium 


HR 
high 


Separation of E/E/PE safety-related 
systems from non-safely-related 
systems 


B 1.3 


HR 
low 


HR 
low 


HR 
medium 


HR 
high 


Structured specification 


B 2.1 


HR 
low 


HR 
low 


HR 
medium 


HR 
high 




Inspection of the specification 


B.2.6 


low 


HR 
low 


HR 
medium 


HR 
high 


Semi-formal methods 


B 2 3, see 
also table B.7 

of 
lEC 61508-3 


R 
low 


R 
low 


HR 
medium 


HR 
high 


Checklists 


B.2.5 


R 
low 


R 
low 


R 
medium 


R 
high 


Computer aided specification tools 


B.2.4 


low 


R 
low 


R 
medium 


R 
high 


Formal methods 


B.2.2 


low 


low 


R 
medium 


R 
high 


All techniques marked "R" in the grey shaded group are replaceable, but at least one of these is required 

For the venfication of this safety lifecycle phase, at least one of the techniques or measures shaded grey in this 
table or listed in table B.5 shall be used. 

NOTE 1 For the meaning of the entries under each safety integrity level, see the text preceding this table. 

NOTE 2 The measures in this table can be used to varying effectiveness according to table B.6, which gives 
examples for low and high effectiveness. The effort required for medium effectiveness lies somewhere between 
that specified for low and for high effectiveness 

NOTE 3 The overview of techniques and measures associated with this table is In annex B of lEC 61508-7. 
Relevant subclauses are referenced in the second column. 
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Table B.1 - Recommendations to avoid mistakes during specification 
of E/E/PES requirements (see 7.2) 





Technique/measure 


See 
lEC 61508-7 


SIL1 


SIL2 


SIL3 


SIL4 




Project management 


8,1.1 


HR 
low 


HR 
low 


HR 
medium 


HR 
high 


Documentation 


B.1.2 


HR 
low 


HR 
low 


HR 
medium 


HR 
high 


Separation of E/E/PE safety-related 
systems from non-safety-related 
systems 


8 13 


HR 
low 


HR 
low 


HR 
medium 


HR 
high 


Structured specification 


8 2.1 


HR 
low 


HR 
low 


HR 
medium 


HR 
high 




Inspection of the specification 


82 6 


low 


HR 
low 


HR 
medium 


HR 
high 


Semi-formal methods 


8.2 3, see 
also table 8 7 

of 
lEC 61508-3 


R 
low 


R 
low 


HR 
medium 


HR 
high 


Checklists 


B2 5 


R 
low 


R 
low 


R 
medium 


R 
high 


Computer aided specification tools 


8 2.4 


low 


R 
low 


R 
medium 


R 
high 


Formal methods 


B,2.2 


low 


low 


R 
medium 


R 
high 


All techniques marked "R " in the grey shaded group are replaceable, but at least one of these is required 

For the verilication of this safety lifecycle phase, at least one of the techniques or measures shaded grey in this 
table or listed in table B 5 shall be used. 

NOTE 1 For the meaning of the entries under each safety integrity level, see the text preceding this table. 

NOTE 2 The measures in this table can be used to varying effectiveness according to table B.6, which gives 
examples for low and high effectiveness The effort required for medium effectiveness lies somewhere between 
that specified for low and for high effectiveness. 

NOTE 3 The overview of techniques and measures associated with this table is in annex B of lEC 61508-7. 
Relevant subclauses are referenced in the second column. 
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Table B.2 - Recommendations to avoid introducing faults during E/E/PES 
design and development (see 7.4) 



1 
1 
! 


Technique/measure 


See 
lEC 61508-7 


SIL1 


SIL2 


SIL3 


S!L4 


I 


Otjse.-vance oi guidelines and standards 


B.3 : 


HP 
mandatory 


HR 
mandatory 


HP 

mandatory 


HR 
mandatory 


Project management 


B 1 1 


HR 

low 


HR 

low 


HR 

medium 


HR 

high 


DocunientatiC 


r, • - 


HP 
low 


HR 
low 


MP 

medium 


higr 


Structured desigri 


8 3 2 


HR 
low 


HH 
low 


HR 

medium 


Hi^ 

fiign 


Moouiansation 


B 34 


HR 

low 


HR 
low 


HP 
medium 


HR , 
hign : 




Use of well-tried components 


B33 


R 
low 


R 
low 


R 
medium 


high : 


Semi-formal methods 


8 2 3 see also 
table B 7 ol 
iEC 61508-3 


R 
low 


R 
low 


HR 
medium 


HP 1 

hign i 

j 


Checi<lists 


8 2 5 


low 


R 
low 


R 
medium 


" 1 
high ; 


Computer-aided design tools 


B 3.5 


low 


R 
'ow 

R 
low 


R 
^^f>dium 


R 
high i 


Simulation 


836 


low 


H 


R 1 
high ; 


Inspection of the hardware or walk- 
through of the hardware 


8 3 7 
8 38 


low 


R 
low 


R 
medium 


R '""^ 
high 


Formal methods 


8 2 2 


low 


low 


R 
medium 


R 
high 


All techniques marked "R" in the grey shaded group are replaceable but at least one o( those is required 

For the verification of this safety iifecycle phase, at least one o' the techniques or measuros shaded grey i' this 
table or listed in table B-5 shall be used, 

NOTE 1 For the meaning of the entries under each safety integrity level, see the text preceding table B 1 

NOTE 2 Most of these measures in this table can be used to varying effectiveness according to table B 6 
which gives examples for low and high effectiveness The effort required for medium effectiveness lies 
somewhere between that specified for low and for high effectiveness 

NOTE 3 The overview of techniques and measures associated with this table is in annex B of lEC 61508-7 
Relevant subclauses are referenced in the second column. 
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Table B.3 - Recommendations to avoid faults during E/g/PES 
integration (see 7.5) 





Tcchnlqua/meaaure 


See 
lEC 61508-7 


SIL1 


SIL2 


SIL3 


SIL4 




Functional testing 


B.5.1 


HR 
mandatory 


HR 
mandatory 


HR 
mandatory 


HR 
rpandatory 


Protect management 


B 1.1 


HR 
low 


HR 
low 


HR 
medium 


HR 
high 


Documentation 


B.1.2 


HR 
low 


HR 
low 


HR 
medium 


HR 
high 




Black-box testing 


B.5.2 


R 
low 


R 
low 


R 
medium 


R 
high 


Field experience 


B.5.4 


R 
low 


R 
low 


R 
medium 


R 
high 


Statistical testing 


B.5. 3 


low 


low 


R 
medium 


R 
high 


All techniques marked 'R' in the grey shaded group are replaceable, but at least one of these Is required. 

For the verification of this safety lifecycle phase, at least one of the techniques or measures shaded grey in this 
table or listed in table B.5 shall be used 

NOTE 1 For the meanmg of the entries under each safety integrity level, see the text preceding table B.I. 

NOTE 2 Most of these measures in this table can be used to varying effectiveness according to table 8.6, 
which gives examples for low and high effectiveness. The effort required for medium effectiveness lies 
somewhere between that specified for low and for high effectiveness. 

NOTE 3 The overview of techniques and measures associated with this table is in annex B of lEC 61508-7. 
Relevant subclauses are referenced in the second column. 
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Table B.4 - Recommendations to avoid tauits and failures during E/E/PES 
operation and maintenance procedures (see 7.6) 





Technique/measure 


See 
lEC 61508-7 


SIL1 


SIL2 


SIL3 


SIL4 




Operation and maintenance instructions 


B.4.1 


HR 
mandatory 


HR 
mandatory 


HR 
mandatory 


HR 
mandatory 


User friendliness 


B4 2 


HR 
mandatory 


HR 
mandatory 


HR 
mandatory 


HR 
mandatory 


Maintenance friendliness 


B4.3 


HR 
mandatory 


HR 
mandatory 


HR 
mandatory 


HR 
mandatory 


Project management 


B.1-1 


HR 
low 


HR 
low 


HR 
medium 


HR 
high 


Documentation 


B.I. 2 


HR 
low 


HR 
low 


HR 
medium 


HR 
high 




Limited operation possibilities 


B44 


low 


R 
low 


HR 
medium 


HR 
high 


Protection against operator mistakes 


B.4. 6 


low 


R 

low 


HR 
medium 


HR 
high 


Operation only by skilled operators 


B4.5 


low 


R 
low 


R 
medium 


HR 
high 


All techniques marked "R" in the grey shaded group are replaceable, but at least one of these is required 

The verification of this safety llfecycle phase shall be done by checklists (see B 2.5 ol lEC 61508-7) or 
Inspection (see B.2.6 of lEC 61508-7). 

NOTE 1 For the meaning of the entries under each safety integrity level, see the text preceding table 8.1 . 

NOTE 2 Most of these measures In this table can be used to varying effectiveness according to table B.6. 
which gives examples for low and high effectiveness The effort required for medium effectiveness lies 
somewhere between that specified for low and for high effectiveness. 

NOTE 3 The overview of techniques and measures associated with this table Is in annex B of lEC 61506-7. 
Relevant subclauses are referenced in the second column. 
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Table B.5 - Recommendations to avoid faults during E/E/PES 
safety validation (see 7.7) 



Technique/measure 


See 

lEC 61508-7 


SIL1 


SiL2 


SIL3 


SIL4 


Functional testing 


B.S 1 


HR 
mandatory 


HR 
mandatory 


HR 
mandatory 


HR 
mandatory 


Functional testing under 
environmental conditions 


B 6.1 


HH 

mandatory 


HR 
mandatory 


HR 
manciatory 


HR 
mandatory 


Interference surge imnnunity testing 


B 6 2 


HR 
mandatory 


HR 
mandatory 


HR 
mandatory 


HR 
mandatory 


Fault insertion testing (whien required 
diagnostic coverage > 90 %) 


B 6 10 


HR 
mandatory 


HR 
mandatory 


HR 
mandatory 


HR 
mandatory 


Project management 


B 1.1 


HR 
low 


HR 
low 


HR 
medium 


HR 
high 


Documentalpon 


B 1 2 


HR 
low 


HR 
low 


HR 
medium 


HR 
high 


Static analysis, dynamic analysis and 
failure analysis 


B 64 
B.65 
B 66 


low 


R 
low 


R 
medium 


R 
high 


Simulation and failure analysis 


B 36 

B 6.6 


low 


R 
low 


R 
medium 


R 
high 


"Worst-case' analysis, dynamic 
analysis and failure analysis 


B 6 7 
B 65 
8 66 


low 


low 


R 
medium 


R 
high 


Static analysis and failure analysis 
(see note 4) 


B 6 4 
B;66 


R 
low 


R 
low 


MR 


NR 


Expanded functional testing 


B.6.8 


low 


HR 
low 


HR 
medium 


HR 
high 


Black-box testing 


B 5.2 


R 
low 


R 
low 


R 
medium 


R 
high 


Fault insertion testing (when required 
diagnostic coverage < 90 %) 


B.6. 10 


R 
low 


R 
low 


R 
medium 


R 
high 


Statistical testing 


B.5 3 


low 


low 


R 
medium 


R 
high 


Worst-case" testing 


B6.9 


low 


low 


R 
medium. 


R 
high 


Field experience 


B.5. 4 


R 
low 


R 
low 


R 
medium 


NR 


This table is divided into three groups as indicated by the sidebar shading All techniques marked "R" in the 
grey and black shaded groups are replaceable by other techniques within that group, but at least one of the 
tect-niques ot the grey shaded g.i-oup (analytical techniques) and at least one of the techniques of the black 
shaded group (testing techniques) is required. 

NOTE 1 For the meaning of the entries under each safety integnty level, see the text preceding table 3.1. 

NOTE 2 Most oi these measures in this table can be used to varying effectiveness according to fable B.6, 

which gives examples for low and high effectiveness. The effort required for medium effectiveness lies 
somewhere between that specified for low and for high effectiveness. 

NOTE 3 The overview of techniques and measures associated with this table is in annex B of lEC 61508-7 
Relevant subclauses are referenced in the second column. 

NOTE 4 Static analysis and failure analysts is not recommended for SIL3 and SIL4 because these techniques 
are not sufficient unless used in combination with dynamic analysis. 
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Table B.6 - Effectiveness of techniques and measures to avoid systematic failures 



Technique/measure 


See Low effectiveness 
lEC 61508-7 


' High effectiveness 


Project management 
(see note) 


Bl.l 

1 


Definition of actions and 
responsibilities; scheduling and 
resource allocation; training of 
relevant personnel; consistency 
checks after modifications 


Validation independent from design, 
project monitoring, standardised 
validation procedure; configuration 
management; failure statistics, computer 
aided engineering', computer-aided 
software engineering 


Documentation 
(see note) 


B.I 2 


Graphical and natural language 
descriptions, for example block- 
diagrams, flow-diagrams 


Guidelines for consistent content and 
layout across organization contents 
checklists; computer-aided 
documentation management, formal 
change control 


Separation of E/E/PE 
safety-related 
systems from non 
safety-related 
systems 


a. 1.3 


Well-defined interfaces between 
E/E/PE safety-related systems 
and non-safety-related systems 


Total separation of E/E/PE safety-related 
systems from non-safety-related 
systems, i.e. no write access of non- 
safety-related systems to E/E/PE safety- 
related systems and separate physical 
locations to avoid common cause 
influences 


Structured 
specification 


B.2.1 


Manual hierarchical separation 
into subrequirementS; 
description of the interfaces 


Hierarchical separation described using 
computer-aided engineering tools, 
automatic consistency checks, 
refinement down to functional level 


Formal methods 


B.2.2 


Used by personnel experienced 
in formal methods 


Used by personnel experienced in formal 
methods in similar applications, with 
computer support tools 


Semi-formal methods 


B.2.3 


Describing some critical parts 
with semi-formal methods 


Describing total E/E/PE safety-related 
systems with different semi-formal 
methods to show different aspects; 
consistency check between the methods 


Computer-aided 
specification tools 


B.2.4 


Tools without preference for one 
paiticular design method 


Model-onented procedures with 
hierarchical subdivision; description of all 
objects and their relationships; common 
data base; automatic consistency checks 


Checklists 


B.2.5 


Prepared checklists for all safety 
life-cycle phases; concentration 
on the main safety issues 


Prepared detailed checklists for all safety 
life-cycle phases 


Inspection of the 
specification 


B.2.6 


Inspection of the safety 
requirements specification by an 
independent person 


Inspection and re-inspection by an 
independent organisation using a formal 
procedure with correction of all faults 
found 


Structured design 


B.3.2 


Hierarchical circuit design, 
produced manually 


Reuse of tested circuit parts; traceability 
between specification, design, circuit 
diagram and parts lists; computer-aided; 
based on defined methods (see also 
7.4,4) 


Use of well-tried 
components 
(see note) 


B.3.3 


Sufficient over-dimensioning; 
constructive characteristics 


Proven in use (see 7.4.7.6) 


Modularisation 
(see note) 


B.3.4 


Modules of limited size; each 
module functionally isolated 


Re-use of well-proven modules; easily 
comprehensible modules; each module 
has a maximum of one input, one output, 
and one failure exit 
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Table B.6 (continued) 



T«chnlqu«/inea«ure 


See 

lEC 61508-7 


Low affoctiveness 


High effectiveness 


Computer-aided 
design tools 


B.3.5 


Computer support for complex 
phases of the safety lifecycle 


Use of tools which are proven in use (see 
7.4.7.6) or validated; general computer- 
aided development for all phases of the 
safety lifecycle 


Simulation 


B36 


Modelling at a module level, 
including boundary data of 
peripheral units 


Modelling on a component level. 
Including boundary data 


Inspection of 
the hardware 


B.3.7 


Inspection by a person 
independent of the design 


Inspection and re-Inspection by an 
Independent organisation using a formal 
procedure with correction of all faults 
found 


Walk-through. )t 
the hardware 


B.3.8 


Walk-through includes a person 
independent of the design 


Walk-through includes an independent 
organisation and follows a formal 
procedure with correction of all faults 
found 


Limited operation 
possibilities 

(see note) 


B.4.4 


Key-operated switch or 
password to govern change of 
operating mode 


Defined, robust procedure for allowing 
operation 


Operation only by 
skilJed operators 


B.4.5 


Basic training In the type of 
safety systems being operated, 
plus two years' relevant on-the- 
job experience 


Yearly training of all operators; each 
operator has at least five years' 
experience with safety-related devices at 
lower safety integrity levels 


Protection against 
operator mistakes 
(see note) 


B 4.6 


Input acknowledgement 


Confirmation and consistency checks on 
each input command 


Black-box testing 
(see note) 


B.5.2 


Equivalence classes and Input 
partition testing, boundary value 
testing, using pre-written test 
cases 


Test case execution from cause 
consequence diagrams, combining 
critical cases at extreme operating 
boundaries 


Statistical testing 
(see note) 


B5.3 


Statistical distribution of all Input 
data 


Test reports by tools; very many test 
cases; distribution of the input data 
according to real-life application 
conditions and assumed failure models 


Field experience 
(see note) 


B.5.4 


10 000 h operation time; 

at least one year's experience 

with at least 10 devices in 

different applications; statistical 

accuracy 95 %; 

no safety critical failures 


10 million h operation time; at least two 
years' experience with at least 10 
devices in different applications; 
statistical accuracy 99,9 %; detailed 
documentation of all changes (including 
minor) during past operation 


Surge immunity 
testing 


8.6.2 




Surge Immunity shall be demonstrably 
higher than the boundary values for real 
operating conditions 


Static analysis 


8.6.4 


Based on block diagrams; 
highlighting weak points; 
specifying test cases 


Based on detailed diagrams; predicting 
expected behaviour during test cases; 
using testing tools 
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Table B.6 (continued) 



Technique/measure 


See 
lEC 61508-7 


Low effectiveness 


High effectiveness 


Dynamic analysis 


B.65 


Based on block diagrams; 
highlighting weak points; 
specifying test cases 


Based on detailed diagrams; predicting 
expected behaviour dunng test cases. 
using testing tools 


Failure analysis 


B.6. 6 


At module level, including 
boundary data of the peripheral 
units 


At component level, including boundary 
data 


Worst-case analysis 


B.6. 7 


Performed on safety functions, 
derived using boundary value 
combinations for real operating 
conditions 


Performed on non-safety functions: 
derived using boundary value 
combinations for real operating 
conditions 


Expanded functional 
testing 


B.6.8 


Test that all safety functions are 
maintained in the case of static 
input states caused by faulty 
process or operating conditions 


Test that all safety functions are 
maintained in the case of static input 
states and/or unusual input changes, 
caused by faulty process or operating 
conditions (including those that may be 
very rare) 


Worst-case testing 


B.6.9 


Test that safety functions are 
maintained for a combination of 
boundary values found in real 
operating conditions 


Test that non-safety functions are 
maintained tor a combination of the 
boundary values found in real operating 
conditions 


Fault insertion testing 


B.6. 10 


At subunit level including 
boundary data or the peripheral 
units 


At component level including boundary 
data 


NOTE In the cases of the techniques with references B.1.1, B.I. 2, B.3.3, B.3 4, B.4 4, B.4 6, B 5 2, B 5 3 and 
B.5.4, for high effectiveness of the technique or rrieasure, if is assumed that the low effectiveness approaches 
are also used. 
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Annex C 

(normative) 

Diagnostic coverage and safe failure fraction 



C.1 Calculation of diagnostic coverage and safe failure fraction of 
a subsystem 

The diagnostic coverage and safe failure fraction of a subsystem shall be calculated as 
follows: 

a) Carry out a failure mode and effect analysis to determine the effect of each failure mode of 
each component or group of components in the subsystem on the behaviour of the E/E/PE 
safety-related systems in the absence of diagnostic tests. Sufficient information shall be 
available (see notes 1 and 2) to enable the failure mode and effects analysis to be 
undertaken so as to enable an adequate level of confidence to be established 
commensurate with the safety integrity requirements. 

NOTE 1 In order to underlake this analysis the following information is required: 

- a detailed block diagram of the E/E/PE safety-related system describing the subsystem together with the 
interconnections for that part of the E/E/PE safety-related system which will affect the safety furiction(s) 
under consideration; 

- the hardware schematics of the subsystem describing each component or group of components and the 
interconnections between components 

- the failure modes and rates of each component or group of components and associated percentages of the 
total failure probability corresponding to safe and dangerous failures. 

NOTE 2 The required rigour of this analysis will depend on a number of factors (see lEC 61508-1, 4.1) In 
particular, the safely integrity level of the safety functions involved will need to be taken into account. For 
higher safety integrity levels it is expected that the failure modes and effects analysis is very specific 
according to particular component types and application environments Also, a thorough and detailed analysis 
is very important (or a subsystem which is to be used in a hardware architecture having zero hardware fault 
tolerance 

b) Categorize each failure mode according to whether it leads (in the absence of diagnostic 
tests) to 

- a safe failure (i.e. leading to the safety integrity of an E/E/PE safety-related system not 
being compromised, for example, a failure leading to a safe shut-down or having no 
impact on the safety integrity of the E/E/PE safety-related system); or 

- a dangerous failure (i.e. leading to an E/E/PE safety-related system, or part thereof, 
failing to function, or leading to the safety integrity of the E/E/PE safety-related system 
being otherwise compromised). 

c) From an estimate of the failure probability of each component or group of components, ;i, 
(see notes 2 and 3) and the results of the failure mode and effect analysis, for each 
component or group of components, calculate the probability of safe failure, Xs. and the 
probability of dangerous failure, Xq. 

NOTE 3 The failure probability of each component or group of components is the probability of a failure 
occurring within a relatively small penod of time, t. This can be considered as being equal to X. the failure rate 
per unit time, t, in cases where Xf is much less than 1. 

NOTE 4 The failure rate of each component or group of components can be estimated using data from a 
■ recognised industry source taking the application environment into account. However application specific 
data ,s preferred, parlicularfy '^ cases where the subsystem consists of a small number of components and 
where any error in estimating the probability of safe and dangerous failures of a particular component could 
have a significant impact on the estimation of the safe failure fraction 

if 
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For each component or group of components, estimate the fraction of dangerous failures 
which will be detected by the diagnostic tests (see C.2) and therefore the probability of a 
dangerous failure .vhich is detected by the diagnostic tests, koo- 

e) For the subsystem, calculate the total probability of dangerous fanure, Xaq. the total 
probability of dangerous failures that are detected by the diagnostic tests, IXqq, and the 
total probability of safe failures Iks, 

f) Calculate the diagnostic coverage of the subsystem as IkQo/lko. 

g) Calculate safe failure fraction of the subsystem as {Iks + i^^DD)U^^s + ^^d)- 

NOTE 5 The diagnostic coverage (if an>) of each subsystem m the E/E/PE safety- related system is taken mlo 
account in the calculation of the probability of random hardware failures (see 7.4 3 2-2) The safe failure 
fraction is taken into account when determining the architectural constraints on hardware safety integrity (see 
7.4.3.1). 

The analysis used to determine 'he diagnostic coverage and safe failure fraction shall include 
all of the components, including electrical, electronic, electromechanical, mechanical etc, 
which are necessary to allow the subsystem to process the safety function(s) as required by 
the E/E/PE safety-related system. All of the possible dangerous modes of failure that will lead 
to an unsafe state, prevent a safe response when such a response is demanded or otherwise 
compromise the safety integrity of the E/E/PE safety-related systems, shall be considered foi 
each of the components. 

Table A.I provides the faults or failures that shall, as a minimum, be detected in order to 
achieve the relevant diagnostic coverage or that shall, as a minimum, be mcludea in the 
determinaticn of safe failure fraction. 

If field data is used to support the failure modes and effects analysis it shall be sufficient to 
support the safety integrity requirements, .^s a minimum, a s.-ii&tical single-sided lowsr 
confidence I mil of at least 70 % is required. 

NOTE 6 An example of calculation of diagnostic coverage and safe failure fraction is included in annex C of 
lEC 61508-6. 

NOTE 7 Alternative methods are available for calculating diagnostic coverage involving, for example, simulation 
of faults using a computer model containing details of both the circuitry of the E/E/PE safety-related systems and 
(he electronic components used in its design (for example, down to the transistor level in an integrated circuit) 

C.2 Determination of diagnostic coverage factors 

In the calculation of diagnostic coverage for a subsystem (see C.I) it ;,essary to 

estimate, for each component or group of components, the fractic, of dangerous failures 
which are detected by the diagnostic tests. The diagnostic tests whic, jan contribute to the 
diagnostic coverage include, but are not limited to 

- comparison checks, for example monitoring and comparison of redundant signals; 

- additional built-in test routines, for example checksums on memory; 

- test by external stimuli, for example sending a pulsed signal through control paths; 

- continuous monitoring of an analogue signal, for example, to detect out of range values 
indicative of sensor failure. 
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In order to calculate diagnostic coverage it is necessary to determine those failure modes that 
are detected by the diagnostic tests. It is possible that open-circuit or short-circuit failures for 
simple components (resistors, capacitors, transistors) can be detected with a coverage of 
100%. However, for more complex type B components (see 7.4.3.1.3), account should be 
taken of the limitations to diagnostic coverage for the various components shown in table A.I. 
This analysis shall be carried out for each component or group of components of each 
subsystem and for each subsystem of the E/E/PE safety- related systems. 

NOTE 1 Tables A. 2 to A. 15 recommend techniques and measures for diagnostic tests and recommend maximum 
diagnostic coverage which can be claimed. These tests may-operate continuously or periodically (depending on the 
diagnostic test interval). The tables do not replace any of the requirements of annex C. 

NOTE 2 Diagnostic tests can provide significant benefits in the achievement of functional safety of an E/E/PE 
safety-related system However, care must be exercised not to unnecessarily increase the complexity which, for 
example, may lead to increased difficulties In verification, validation, functional safety assessment, maintenance 
and modification activities. Increased complexity may also make it more difficult to maintain the long-term 
functional safety of the E/E/PE safety-related system. 

NOTE 3 The calculations to obtain the diagnostic coverage, and the ways it Is used, assume that the E/E/PE 
safety-related systems operate safely in the presence of an otherwise dangerous fault that is detected by the 
diagnostic tests. If this assumption is not correct then the E/E/PE safety-related system is to be treated as 
operating in the high demand/continuous mode of operation (see 7.4.6.3 and 7.4.3.2.5). 

NOTE 4 The definition of diagnostic coverage is given in 3.8.6 of lEC 61508-4. It is important to note that 
alternative definitions of the diagnostic coverage are sometimes assunved but these are not applicable. 

NOTE 5 The diagnostic tests used to detect a dangerous failure within a subsystem may be implemented by 
another subsystem within the E/E/PE safety-related system. 

NOTE 6 Diagnostic tests may operate either continuously or periodically, depending on the diagnostic test 
interval. There may be some cases or times where a diagnostic test should not be run due to the possibility of a 
test affecting the system state in an adverse manner. In this case, no benefits in the calculations may be claimed 
from the diagnostic tests 



64 



Bureau of Indian Standards 

BIS is a statutory institution established under the Bureau of Indian Standards Act, 1986 to promote 
harmonious development of the activities of standardization, marking and quality certification of goods 
and attending to connected matters in the country. 

Copyright 

BIS has the copyright of all its publications. No part of these publications may be reproduced in any 
form without the prior permission in writing of BIS. This does not preclude the free use, in course of 
implementing the standard, of necessary details, such as symbols and sizes, type or grade 
designations. Enquiries relating to copyright be addressed to the Director (Publications), BIS. 

Review of Indian Standards 

Amendments are issued to standards as the need arises on the basis of comments. Standards are 
also reviewed periodically; a standard along with amendments is reaffirmed when such review 
indicates that no changes are needed; if the review indicates that changes are needed, it is taken up 
for revision. Users of Indian Standards should ascertain that they are in possession of the latest 
amendments or edition by referring to the latest issue of 'BIS Catalogue' and 'Standards: Monthly 
Additions'. 

This Indian Standard has been developed from Doc: No. ETD 18 (5680). 

Amendments Issued Since Publication 

Amendment No. Date of Issue Text Affected 



BUREAU OF INDIAN STANDARDS 
Headquarters: 

Manak Bhavan, 9 Bahadur Shah Zafar Marg, New Delhi 110 002 

TeleptioniBs: 2323 0131, 2323 3375, 2323 9402 Website: www.bis.org.in 

Regional Offices: Telephones 

Central : Manak Bhavan, 9 Bahadur Shah Zafar Marg / 2323 761 7 

NEW DELHI 1 1 002 I 2323 3841 

Eastern : 1/14, C.I.T. Scheme VII M, V.I.P. Road, Kankurgachi / 2337 8499. 2337 8561 

KOLKATA 700 054 \ 2337 8626. 2337 91 20 

Northem : SCO 335-336, Sector 34-A, CHANDIGARH 1 60 022 f 260 3843 

1260 9285 



Southern : C.I.T. Campus, IV Cross Road, CHENNAI 600 1 13 f 2254 1216, 2254 1442 

2254 2519.2254 2315 



{ 



Western : Manakalaya, E9 MIDC, Marol, Andheri (East) ( 2832 9295, 2832 7858 

MUMBAI 400 093 (. 2832 7891 , 2832 7892 

Branches: AHMEDABAD. BANGALORE. BHOPAL BHUBANESHWAR. COIMBATORE. FARIDABAD. 
GHAZIABAD. GUWAHATl. HYDERABAD. JAIPUR. KANPUR. LUCKNOW. NAGPUR. 
PARWANOO. PATNA. PUNE. RAJKOT. THIRUVANANTHAPURAM. VISAKHAPATNAM. 



Printed by the Manager, Govt, of India Press, Faridabad 



